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PreSelect MAX an innovate double rotating and projecting apertura of 
up to 45º. Simplified actuation at the bottom of the frame. Available in 

Wood and PVC with diferent glazing.
See page 14

PVC Windows in rotating or rotating-projecting version. PVC mu 
ti-chamber profiles with Steel reinforcement and drains in the lower 

corners of the frame. The material does not absorb moisture ensuring a 
durable and corrosion-resistant window. Available in White, oak or pine.

See page 20

New light tubes  with rigid or flexible integrated flashings available with 
polycarbonate dome or 4 mm tempered glass. Luz natural de forma 

homogénea gracias al difusor de luz.
See page 30

Flat roof windows DXW DW6 with non-slip Surface that allows you to 
walk on the terrace and in the window. High resistance to theft thanks 

to its reinforced structure. Passive glazing with transmittance coefficient 
Uw=0.70 W/m2K according to EN 14351-1

See page 38
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FEATURED PRODUCTS

SWIVEL SLOPING ROOF WINDOWS 
Centre pivot of wood – natural
Centre pivot of Wood - white
Motorized wood
Of PVC
Motorized PVC

SLOPING ROOF WINDOWS PROJECTING-ROTATING
preSelect MAX wood
preSelect PVC

WINDOWS EXIT TO SLOPING ROOF
Made of wood with reversible side opening
Made of wood with reversible side opening

FLASHING
standard and thermo

ACCESSORIES FOR ROOF WINDOWS
External accessories
Interior accessories

SOLAR TUBES
Flexible tube
Rigid tube
For horizontal roof 

WINDOWS FOR HORIZONTAL ROOFS
Type F
Type C
Type G
Type  Z
Flat roof windows 
Exit to Horizontal roofs
Horizontal outer 
Accessories Interiores 
Flat Access Roof
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1.	 Classic centre pivot Window	
2.	 Comfort of operation when using the handle located at the bottom of the sash. The elegant handle is equipped with a two step 

micro-opening facilty.
3.	 Easy cleaning of the outer pane and setting the awning blind with the use of blocking sash bolt when rotated through 180 

degrees.
4.	 A wide range of accessories.
5.	 Ability to install electrical controls.
6.	 Suitable for roof pitches from 15 to 90 degrees.

Centre Pivot of Wood – Natural
Sizes [cm]

Glazed surface [m²]

46x98

0,22

55x78

0,22

55x98

0,29

55x118

0,37

66x98

0,38

66x118

0,47

66x140

0,58

78x98

0,47

78x118

0,59

78x140

0,73

78x160

0,85

94x60

0,31

94x98

0,60

94x118

0,75

94x140

0,92

94x160

1,07

114x66

0,45

114x98 114x118

0,95

114x140

1,16

114x160

1,35

134x98

0,92

134x118

1,15

134x140

1,40

134x160

FTP-V U3
Colour: natural, lacquer, acrylic 305 274 294 316 316 333 375 333 375 419 469 427 412 438 469 541 442 469 469 515 568 469 515 541 -

FTP-V P2
Colour: natural, lacquer, acrylic

286 275 298 331 330 341 391 332 390 423 489 448 404 434 492 512 498 0 458 541 623 466 541 552 -

FTP-V L4
Colour: natural, lacquer, acrylic

326 327 352 378 378 400 448 400 448 500 560 522 493 522 563 618 563 563 563 618 - 563 618 646 -

FTP-V U5
Colour: natural, lacquer, acrylic

400 400 430 461 461 489 547 489 547 611 706 639 601 639 706 824 706 687 706 781 - 706 781 824 -

FTS-V U2
Colour: natural, lacquer, acrylic

416 353 379 407 407 433 484 433 484 540 605 533 532 566 605 697 605 605 605 665 730 605 665 - -

FTS-V Z1*
Colour: natural, lacquer, acrylic

296 248 270 289 289 313 351 313 351 388 430 386 381 401 421 484 421 421 421 465 509 421 465 484 -

- - 236 - 254 270 - - 298 322 372 339 337 355 367 415 367 - 355 492 427 365 402 - -

Multifunctional Use

Centre Pivot of Wood – Natural

1800

12 V

230V

0

1 4

2 5

3 6

FTP-V
FTS-V
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Centre Pivot of Wood – Natural
Sizes [cm]

Glazed surface [m²]

46x98

0,22

55x78

0,22

55x98

0,29

55x118

0,37

66x98

0,38

66x118

0,47

66x140

0,58

78x98

0,47

78x118

0,59

78x140

0,73

78x160

0,85

94x60

0,31

94x98

0,60

94x118

0,75

94x140

0,92

94x160

1,07

114x66

0,45

114x98 114x118

0,95

114x140

1,16

114x160

1,35

134x98

0,92

134x118

1,15

134x140

1,40

134x160

FTP-V U3
Colour: natural, lacquer, acrylic 305 274 294 316 316 333 375 333 375 419 469 427 412 438 469 541 442 469 469 515 568 469 515 541 -

FTP-V P2
Colour: natural, lacquer, acrylic

286 275 298 331 330 341 391 332 390 423 489 448 404 434 492 512 498 0 458 541 623 466 541 552 -

FTP-V L4
Colour: natural, lacquer, acrylic

326 327 352 378 378 400 448 400 448 500 560 522 493 522 563 618 563 563 563 618 - 563 618 646 -

FTP-V U5
Colour: natural, lacquer, acrylic

400 400 430 461 461 489 547 489 547 611 706 639 601 639 706 824 706 687 706 781 - 706 781 824 -

FTS-V U2
Colour: natural, lacquer, acrylic

416 353 379 407 407 433 484 433 484 540 605 533 532 566 605 697 605 605 605 665 730 605 665 - -

FTS-V Z1*
Colour: natural, lacquer, acrylic

296 248 270 289 289 313 351 313 351 388 430 386 381 401 421 484 421 421 421 465 509 421 465 484 -

- - 236 - 254 270 - - 298 322 372 339 337 355 367 415 367 - 355 492 427 365 402 - -

FTP-V U3 FTP-V P2 FTP-V G2 FTP-V U5 FTP R1 FTS-V U2

WIND RESISTANCE Class C5 Class C5 Class C5 Class C5 Class C5 Class C5

WATERPROFING E900 E900 E900 E900 E900 E900

ACOUSTIC INSULATION Rw [dB] 32(-1;-5) 35(-1;-3) 35(-1;-3) 34 (-1;-4) 39 (-2;-5) 32 (-1;-5)

WINDOW U-VALUE Uw [W/m² K] 1,3 1,3 1,3 0,97 1,3 1,3

SOLAR FACTOR g 0,53 0,52 0,24 0,53 0,51 0,53

LIGHT TRANSMISSION tv [%] 76 77 40 73 75 76

AIR PERMEABILITY Class 4 Class 4 Class 4 Class 4 Class 4 Class 3

- Immediate Delivery Time

- Check Delivery Time
Prices in Euros valid
from 15/06/2021 IVA NOT INCLUDED

-	R1 - acoustic glass
-	P2 - P2A class anti-intrusion glass

-	Premium laminated and impregnated 
pine wood, free of

- pine wood finished with two layers of 
ecological acrylic varnish in natural color

-	Air inlet V22

-U2 – safety double glazed unit

-	Highest quality pine Wood, glued in 
layers, vacuum impregnated

- a layer of organic acrylic varnish in 
natural color

 

-	Automatic air inlet V40P

-	Increased resistance to burglary – 
topSafe system.

-	U3 – energy saving glazing unit U3
-	P2 – lamited and anti – burglary glass 

P2
-	L4- maximum security glass L4

-	U5 – highly energy saving glazing unit 
U5

-	Highest quality pine Wood, glued in 
layers, vacuum impregnated

-	Wood painted twice with ecological

| 



More
Lighting

Centre Pivot of Wood - White

Centre Pivot of Wood - White
Size [cm]

Glazed surface [m²]

46x98

0,22

55x78

0,22

55x98

0,29

55x118

0,37

66x98

0,38

66x118

0,47

66x140

0,58

78x98

0,47

78x118

0,59

78x140

0,73

78x160

0,85

94x60

0,31

94x98

0,60

94x118

0,75

94x140

0,92

94x160

1,07

114x66

0,45

114x98 114x118

0,95

114x140

1,16

114x160

1,35

134x98

0,92

134x118

1,15

134x140

1,40
FTW-V U3
Colour: natural, lacquer, acrylic 279 279 297 318 318 340 379 340 379 426 474 442 419 442 474 548 474 474 474 521 574 474 521 548

FTW-V P2
Colour: natural, lacquer, acrylic 

312 278 298 316 353 339 366 331 383 418 530 497 398 437 470 488 534 - 459 516 - 470 586 541

FTW-V G2
Colour: natural, lacquer, acrylic 

357 357 381 409 409 435 484 435 484 542 611 533 536 566 611 702 611 611 611 669 - 611 669 702

FTW-V U5
Colour: natural, lacquer, acrylic

- 435 465 501 501 531 592 531 592 667 745 534 656 694 745 - 534 - 745 817 - 745 817 858

FTU-V U3
Colour: natural, lacquer, acrylic 

331 308 331 357 357 377 422 377 422 471 529 493 465 493 532 611 532 532 532 583 641 532 583 611

FTU-V P2
Colour: natural, lacquer, acrylic 

356 324 349 386 386 393 425 390 449 455 570 555 503 505 529 628 573 - 522 585 0 525 628 640

FTU-V G2
Colour: natural, lacquer, acrylic 

367 367 393 420 420 463 526 463 526 582 639 599 677 599 626 722 626 626 626 686 760 626 658 722

FTU-V U5
Colour: natural, lacquer, acrylic 

- 458 493 529 529 560 629 560 629 704 786 - 691 732 788 0 - 788 788 865 - 788 867 908

FTW-V
FTU-V

1	- Richly equipped pivot windows with double chamber glazing unit (consisting of three panes).
2	- Convenient way of using the window as the handle is located at the bottom of the sash. The handle is equipped with a two 

step micro-opening facility.
3 - Easy cleaning of the outer pane and operating an awning blind with the use of blocking sash bolt when rotated through 180 

degrees. 
4 - Increased resistance to burglary – topSafe system.
5 - A wide range of accessories.
6 - Possibility to install electrical control.
7 - Iinstallation in roof pitches from 15 to 90 degrees °.

Posibility of manufacturing with acoustic glazing R1.
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Centre Pivot of Wood - White
Size [cm]

Glazed surface [m²]

46x98

0,22

55x78

0,22

55x98

0,29

55x118

0,37

66x98

0,38

66x118

0,47

66x140

0,58

78x98

0,47

78x118

0,59

78x140

0,73

78x160

0,85

94x60

0,31

94x98

0,60

94x118

0,75

94x140

0,92

94x160

1,07

114x66

0,45

114x98 114x118

0,95

114x140

1,16

114x160

1,35

134x98

0,92

134x118

1,15

134x140

1,40
FTW-V U3
Colour: natural, lacquer, acrylic 279 279 297 318 318 340 379 340 379 426 474 442 419 442 474 548 474 474 474 521 574 474 521 548

FTW-V P2
Colour: natural, lacquer, acrylic 

312 278 298 316 353 339 366 331 383 418 530 497 398 437 470 488 534 - 459 516 - 470 586 541

FTW-V G2
Colour: natural, lacquer, acrylic 

357 357 381 409 409 435 484 435 484 542 611 533 536 566 611 702 611 611 611 669 - 611 669 702

FTW-V U5
Colour: natural, lacquer, acrylic

- 435 465 501 501 531 592 531 592 667 745 534 656 694 745 - 534 - 745 817 - 745 817 858

FTU-V U3
Colour: natural, lacquer, acrylic 

331 308 331 357 357 377 422 377 422 471 529 493 465 493 532 611 532 532 532 583 641 532 583 611

FTU-V P2
Colour: natural, lacquer, acrylic 

356 324 349 386 386 393 425 390 449 455 570 555 503 505 529 628 573 - 522 585 0 525 628 640

FTU-V G2
Colour: natural, lacquer, acrylic 

367 367 393 420 420 463 526 463 526 582 639 599 677 599 626 722 626 626 626 686 760 626 658 722

FTU-V U5
Colour: natural, lacquer, acrylic 

- 458 493 529 529 560 629 560 629 704 786 - 691 732 788 0 - 788 788 865 - 788 867 908

-U3 – energy-saving glass

-P2 – anti-intrusion glass class P2A
-G2 – solar glass

-U5 – super energy-saving glass

-	Highest quality pine Wood, glued in layers, 
vacuum impregnated

-	Three coats of polyurethane varnish ideal for 
creating a durable and smooth finish in white 
on the surface of the frame

-	Designed for rooms with periodically elevated 
humidity levels (kitchens, bathrooms

- U3 – energy saving glazing 

- P2 – laminated and – burglary glass P2
- G2 – solar glass

- U5 – super energy-saving glass

- Highest quality pine Wood, glued in  
  layers, vacuum impregnated

-	Wood coated with two layers of white   
  ecological acrylic varnish

FT_-V U3 FT_-V P2 FTP-V G2 FTP-V U5

WIND RESISTANCE Class C5 Class C5 Class C5 Class C5

WATERPROFING E900 E900 E900 E900

ACOUSTIC INSULATION Rw [dB] 32(-1;-5) 35(-1;-3) 35 (-1;-3) 34 (-1;-4)

WINDOW U-VALUE Uw [W/m² K] 1,3 1,3 1,3 0,97

SOLAR FACTOR g 0,53 0,52 0,24 0,53

LIGHT TRANSMISSION tv [%] 76 77 40 73

AIR PERMEABILITY Class 4 Class 4 Class 4 Class 4

U3 P2

U5L4

V40P

U3 P2

U5L4

V40P

- Immediate Delivery Time

- Check Delivery Time
Prices in Euros valid
from 15/06/2021 IVA NOT INCLUDED
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Home
Automation

Electric Rotating Windows Z-Wave

Electric Rotating Windows Z-Wave
Size [cm]

Glazed surface [m²]

46x98

0,22

55x78

0,22

55x98

0,29

55x118

0,37

66x98

0,38

66x118

0,47

66x140

0,58

78x98

0,47

78x118

0,59

78x140

0,73

78x160

0,85

94x60

0,31

94x98

0,60

94x118

0,75

94x140

0,92

94x160

1,07

114x66

0,45

114x98 114x118

0,95

114x140

1,16

114x160

1,35

134x98

0,92

134x118

1,15

134x140

1,40
FTP-V U3 Z-Wave
Colour: natural, lacquer, acrylic 685 685 709 726 726 782 852 782 852 875 898 898 898 898 923 946 937 923 923 970 - 923 995 1045

FTP-V P2 Z-Wave
Colour: natural, lacquer, acrylic 759 759 784 806 806 867 945 867 945 971 998 998 998 998 1024 1045 1024 1024 1024 1077 - 1024 1102 1160

FTP-V G2 Z-Wave
Colour: natural, lacquer, acrylic 795 795 814 839 839 872 923 872 923 967 1015 984 965 984 1003 1082 1003 1003 1003 1053 - 1003 1030 1082

FTP-V U5 Z-Wave
Colour: natural, lacquer, acrylic 814 814 848 875 875 941 1028 941 1028 1075 1119 1104 1094 1104 1145 1202 1145 1145 1145 1215 - 1145 - -

FTU-V U3 Z-Wave
Colour: natural, lacquer, acrylic 730 730 757 774 774 835 910 835 910 934 959 959 959 959 986 1011 1002 986 986 1034 - 986 1062 1118

FTU-V P2 Z-Wave
Colour: natural, lacquer, acrylic - 761 783 827 895 839 887 839 903 914 1103 1105 1103 956 985 11134 1134 - 971 1040 1022 877 1229 1124

FTU-V G2 Z-Wave
Colour: natural, lacquer, acrylic 820 810 830 856 856 895 951 895 951 1000 1052 1576 996 1018 1040 1127 1032 1040 1040 1095 - 1040 1069 1127

FTU-V U5 Z-Wave
Colour: natural, lacquer, acrylic - 860 897 924 924 994 1087 994 1087 1135 1187 - 1156 1168 1211 1273 - 1211 1211 1284 - 1211 - -

FTU R1 Z-Wave
Colour: natural, lacquer, acrylic 868 840 868 897 897 923 977 923 977 1036 1104 1058 1026 1062 1104 1201 1104 1104 1104 1309 1378 1104 1309 -

FTP-V Z-Wave
FTU-V Z-Wave
FTUZ-Wave

1	- Pivot window with factory-fitted equipment (switchboard, motor and transformer) to enable it to remotely open, close an 
control accessories via the remote control. Equipped with a rain sensor that automatically closes the sash during the rain. It 
has contacts on the frame for easy fitting of the electrical accessories.

2	- Easy connection to the mains supply 230V.
3	- Comfortable window operation by remote control. By turning the handle through 90 ° the sash is disconnected with the 

actuator, allowing the sash to rotate 180 ° for easy cleaning of the outer glass. Opening up to 26 cm with motor.
4	- It includes a ZRD rain sensor which automatically activates the sash closure when the first drops of rain appear.
5	- Increased resistance to burglary - topSafe system.
6	- The electric Wi-Fi version is available.
7	- Pre-installed connectors in the frame that allow easy and fast connection of electrical accessories.
8	- Suitable for roof pitches from 15 to 90 degrees

| 
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Electric Rotating Windows Z-Wave
Size [cm]

Glazed surface [m²]

46x98

0,22

55x78

0,22

55x98

0,29

55x118

0,37

66x98

0,38

66x118

0,47

66x140

0,58

78x98

0,47

78x118

0,59

78x140

0,73

78x160

0,85

94x60

0,31

94x98

0,60

94x118

0,75

94x140

0,92

94x160

1,07

114x66

0,45

114x98 114x118

0,95

114x140

1,16

114x160

1,35

134x98

0,92

134x118

1,15

134x140

1,40
FTP-V U3 Z-Wave
Colour: natural, lacquer, acrylic 685 685 709 726 726 782 852 782 852 875 898 898 898 898 923 946 937 923 923 970 - 923 995 1045

FTP-V P2 Z-Wave
Colour: natural, lacquer, acrylic 759 759 784 806 806 867 945 867 945 971 998 998 998 998 1024 1045 1024 1024 1024 1077 - 1024 1102 1160

FTP-V G2 Z-Wave
Colour: natural, lacquer, acrylic 795 795 814 839 839 872 923 872 923 967 1015 984 965 984 1003 1082 1003 1003 1003 1053 - 1003 1030 1082

FTP-V U5 Z-Wave
Colour: natural, lacquer, acrylic 814 814 848 875 875 941 1028 941 1028 1075 1119 1104 1094 1104 1145 1202 1145 1145 1145 1215 - 1145 - -

FTU-V U3 Z-Wave
Colour: natural, lacquer, acrylic 730 730 757 774 774 835 910 835 910 934 959 959 959 959 986 1011 1002 986 986 1034 - 986 1062 1118

FTU-V P2 Z-Wave
Colour: natural, lacquer, acrylic - 761 783 827 895 839 887 839 903 914 1103 1105 1103 956 985 11134 1134 - 971 1040 1022 877 1229 1124

FTU-V G2 Z-Wave
Colour: natural, lacquer, acrylic 820 810 830 856 856 895 951 895 951 1000 1052 1576 996 1018 1040 1127 1032 1040 1040 1095 - 1040 1069 1127

FTU-V U5 Z-Wave
Colour: natural, lacquer, acrylic - 860 897 924 924 994 1087 994 1087 1135 1187 - 1156 1168 1211 1273 - 1211 1211 1284 - 1211 - -

FTU R1 Z-Wave
Colour: natural, lacquer, acrylic 868 840 868 897 897 923 977 923 977 1036 1104 1058 1026 1062 1104 1201 1104 1104 1104 1309 1378 1104 1309 -

- Automatic air inlet   V40P

- U3 – energy saving glazing
- P2 – laminated and anti-burglary glass   
  P2
- G2 – solar glass
- U5 – highly energy saving glazing

- Madera de pino de primera calidad  
  laminada e impregnada, libre de nudos

- Three coats of polyurethane varnish ideal  
  for creating a durable and smooth finish 
  in white on the surface of the frame
- Designed for rooms with periodically  
  elevated humidity levels (kitchens, 
  bathrooms)
- Silver engine trim

- R1 – acoustic glass

- Highest quality pine Wood, glued  
  in layers, vacuum impregnated
- Three coats of polyurethane  
  varnish ideal for creating a durable  
  and smooth finish in white on the
  surface of the frame
- Designed for rooms with
  periodically elevated humidity
  levels (kitchens, bathrooms)

- Silver engine trim

Air inlet not available 

- Automatic air inlet V40P

- U3 – energy saving glazing
- P2 – laminated and anti-burglary glass  
  P2

- G2- solar glass
- U5 – highly energy saving glazing

- Highest quality pine wood, glued in 
layers, vacuum impregnated

- Silver engine trim

FT_-V U3
Z-Wave

FT_-V P2
Z-Wave

FT_-V G2
Z-Wave

FT_-V U5
Z-Wave

FT_ R1
Z-Wave

WIND RESISTANCE Class C5 Class C5 Class C5 Class C5 Class C5

WATERPROFING E900 E900 E900 E900 E900

ACOUSTIC INSULATION Rw [dB] 32(-1;-5) 35(-1;-3) 35 (-1;-3) 34 (-1;-4) 39 (-2;-5)

WINDOW U-VALUE Uw [W/m² K] 1,3 1,3 1,3 0,97 1,3

SOLAR FACTOR g 0,53 0,52 0,24 0,53 0,51

LIGHT TRANSMISSION tv [%] 76 75 40 73 75

AIR PERMEABILITY Class 3 Class 3 Class 4 Class 3 Class 4

- Immediate Delivery Time

- Check Delivery Time
Prices in Euros valid
from 15/06/2021 IVA NOT INCLUDED
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180

12 V

230V

0

1.	 A popular design of the windows with a hinge located in the middle of the window height, designed for rooms with higher 
humidity.

2.	 Convenient way of using the window as the handle is located at the bottom of the sash. The handle is equipped with a twostep 
micro-opening facility.

3.	 Easy cleaning of the outer pane and operating an awning blind with the use of blocking sash bolt when rotated through 180 
degrees.

4.	 Increased resistance to burglary - topSafe system.
5.	 A wide range of accessories.
6.	 Possibility to install electrical control.
7.	 Installation in roof pitches from 15 to 90 degrees.

Forever...

Rotating Windows PVC

1 4

2 5

3 6

7

Rotating Windows PVC
Size [cm]

Glazed surface [m²]

55x78

0,22

55x98

0,29

55x118

0,37

66x98

0,38

66x118

0,47

66x140

0,58

78x98

0,47

78x118

0,59

78x140

0,73

78x160

0,85

94x98

0,60

94x118

0,75

94x140

0,92

94x160

1,07

114x66

0,45

114x98 114x118

0,95

114x140

1,16

114x160

1,35

134x98

0,92

134x118

1,15

134x140

1,40
PTP-V U3
Colour: White 300 321 345 345 369 411 369 411 461 514 454 482 514 591 - 514 514 566 623 514 566 591

PTP-V P2
Colour: White 326 335 385 385 383 455 389 431 460 572 502 502 572 616 - 572 525 628 - 529 628 626

PTP-V G2
Colour: White 346 371 400 400 422 472 422 472 528 594 521 552 594 - - 594 594 652 - 594 652 683

PTP-V U5
Colour: White 443 475 511 511 541 604 541 604 679 759 668 706 759 873 - 759 759 833 917 759 - 873

PTP-V/GO U3
PTP-V/PI U3 351 377 405 405 430 484 430 484 540 603 529 562 603 695 - - 603 661 728 603 661 695

PTP-V/GO P2
PTP-V/PI P2 386 414 443 443 469 525 469 525 587 662 581 613 662 761 - 662 662 724 - 662 724 761

PTP-V/GO G2
PTP-V/PI G2 368 397 428 428 451 506 451 506 566 636 558 592 636 731 - 636 636 698 - 636 698 732

PTP-V/GO U5
PTP-V/PI U5 520 557 599 633 707 633 707 796 890 784 828 890 - - - 890 976 - 890 - -

PTP-V
PTP-V/PI
PTP-V/GO
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Rotating Windows PVC
Size [cm]

Glazed surface [m²]

55x78

0,22

55x98

0,29

55x118

0,37

66x98

0,38

66x118

0,47

66x140

0,58

78x98

0,47

78x118

0,59

78x140

0,73

78x160

0,85

94x98

0,60

94x118

0,75

94x140

0,92

94x160

1,07

114x66

0,45

114x98 114x118

0,95

114x140

1,16

114x160

1,35

134x98

0,92

134x118

1,15

134x140

1,40
PTP-V U3
Colour: White 300 321 345 345 369 411 369 411 461 514 454 482 514 591 - 514 514 566 623 514 566 591

PTP-V P2
Colour: White 326 335 385 385 383 455 389 431 460 572 502 502 572 616 - 572 525 628 - 529 628 626

PTP-V G2
Colour: White 346 371 400 400 422 472 422 472 528 594 521 552 594 - - 594 594 652 - 594 652 683

PTP-V U5
Colour: White 443 475 511 511 541 604 541 604 679 759 668 706 759 873 - 759 759 833 917 759 - 873

PTP-V/GO U3
PTP-V/PI U3 351 377 405 405 430 484 430 484 540 603 529 562 603 695 - - 603 661 728 603 661 695

PTP-V/GO P2
PTP-V/PI P2 386 414 443 443 469 525 469 525 587 662 581 613 662 761 - 662 662 724 - 662 724 761

PTP-V/GO G2
PTP-V/PI G2 368 397 428 428 451 506 451 506 566 636 558 592 636 731 - 636 636 698 - 636 698 732

PTP-V/GO U5
PTP-V/PI U5 520 557 599 633 707 633 707 796 890 784 828 890 - - - 890 976 - 890 - -

PTP-V U3 PTP-V P2 PTP-V G2 PTP-V U5

WIND RESISTANCE Class C4 Class C4 Class C4 Class C4

WATERPROFING E900 E900 E900 E900

ACOUSTIC INSULATION Rw [dB] 32(-1;-4) 35(-1;-3) 33(-1;-4) 34 (-2;-6)

WINDOW U-VALUE Uw [W/m² K] 1,3 1,3 1,3 1,0

SOLAR FACTOR g 0,53 0,52 0,24 0,53

LIGHT TRANSMISSION tv [%] 76 75 40 73

AIR PERMEABILITY Class 3 Class 3 Class 3 Class 3

- Efficient air inlet  V35

- U3 – energy saving glazing unit U3
- P2 – laminated and anti-burglary 

glass P2A
- G2 – solar glass
- U5 – highly energy saving glass

-	Multi-chamber PVC profile with 
reinforced steel core

-	Available in Golden oak 

-	The material does not absorb 
moisture, the window is durable and 
resistant to corresion.

- Efficient air inlet  V35

- U3 – energy saving glazing unit U3
- P2 – laminated and anti-burglary glass 

P2A

- G2 – solar glass
- U5 – highly energy saving glass

-	Multi-chamber PVC profile with 
reinforced steel core

-	Available in pine veneer

-	The material does not absorb moisture, 
the window is durable and resistant to 
corresion 

- Efficient air inlet  V35

- U3 – energy saving glazing unit U3
- P2 – laminated and anti-burglary 

glassP2A

- G2 – solar glass
- U5 – highly energy saving glass

-	Multi-chamber White PVC profile with 
reinforced steel core

-	The material does not absorb moisture, 
the window is durable and resistant to 
corresion.

5V3 V35

U3 U3P2 P2

U5 U5

V35

U3 P2

U5L4 L4 L4

- Immediate Delivery Time

- Check Delivery Time
Prices in Euros valid
from 15/06/2021 IVA NOT INCLUDED
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1800

230V

0

WIFI

1.	 Pivot window with factory-fitted equipment (switchboard, motor and transformer) to enable it to remotely open, close and 
control accessories via the remote control.

2.	 Easy connection to the mains supply 230V.
3.	 Comfortable operation by remote control window. By turning the handle 90 ° the sash is disconnected with the actuator, 

allowing the sash to rotate 180 ° for easy cleaning of the outer glass. Opening up to 26 cm with motor.
4.	 It includes a ZRD rain sensor which automatically activates the sash closure when the first drops of rain appear.
5.	 Increased resistance to burglary- TopSafe system.
6.	 The electric WiFi version is available.
7.	 Pre-installed connectors in the frame that allow easy and fast connection of electrical accessories.
8.	 Suitable for roof pitches 15 to 90 degrees.

Domotic
Control

Z-Wave Electric PVC Rotating Windows, WiFi

1 4

2 5

3

7

6

8

Z- Wave Electric PVC Rotating Windows, WiFi
Size [cm]

Glazed surface [m²]

55x78

0,22

55x98

0,29

55x118

0,37

66x98

0,38

66x118

0,47

66x140

0,58

78x98

0,47

78x118

0,59

78x140

0,73

78x160

0,85

94x98

0,60

94x118

0,75

94x140

0,92

94x160

1,07

114x98 114x118

0,95

114x140

1,16

114x160

1,35

134x98

0,92

134x118

1,15

134x140

1,40
PTP-V U3 Z-Wave
Colour: White 725 742 762 762 782 819 782 819 860 905 854 878 905 - 949 905 948 - 905 948 -

PTP-V P2 Z-Wave
Colour: White 776 805 810 822 840 875 799 844 852 995 926 955 980 1070 985 930 1100 - 1050 1178 1120

PTP-V G2 Z-Wave
Colour: White 799 821 849 849 869 917 869 917 969 1030 962 992 1174 1258 1030 1030 1229 - 1174 1229 1258

PTP-V U5 Z-Wave 890 920 955 955 983 1043 983 1043 1116 - 1106 1142 1193 - - 1193 - - 1193 - -
PTP-V/GO U3 Z-Wave
PTP-V/PI U3 Z-Wave 810 833 858 858 881 928 881 928 978 1034 970 999 1034 - 0 1034 1086 - 1034 1086 -

PTP-V/GO P2 Z-Wave
PTP-V/PI P2 Z-Wave 865 893 922 922 947 1002 947 1002 1063 1137 1057 1089 1137 1234 1137 1137 1346 - 1285 1346 1382

PTP-V/GO G2 Z-Wave
PTP-V/PI G2 Z-Wave 810 834 863 863 884 934 884 934 989 1054 982 1013 1196 1284 1054 1054 1254 - 1196 1254 1285

PTP-V/GO U5 Z-Wave
PTP-V/PI U5 Z-Wave 965 1001 1041 1041 1074 1145 1074 1145 1230 - 1218 1261 1320 - - 1320 - - 1320 - -

PTP-V Z-Wave

PTP-V/GO Z-Wave

PTP-V/PI Z-Wave
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Z- Wave Electric PVC Rotating Windows, WiFi
Size [cm]

Glazed surface [m²]

55x78

0,22

55x98

0,29

55x118

0,37

66x98

0,38

66x118

0,47

66x140

0,58

78x98

0,47

78x118

0,59

78x140

0,73

78x160

0,85

94x98

0,60

94x118

0,75

94x140

0,92

94x160

1,07

114x98 114x118

0,95

114x140

1,16

114x160

1,35

134x98

0,92

134x118

1,15

134x140

1,40
PTP-V U3 Z-Wave
Colour: White 725 742 762 762 782 819 782 819 860 905 854 878 905 - 949 905 948 - 905 948 -

PTP-V P2 Z-Wave
Colour: White 776 805 810 822 840 875 799 844 852 995 926 955 980 1070 985 930 1100 - 1050 1178 1120

PTP-V G2 Z-Wave
Colour: White 799 821 849 849 869 917 869 917 969 1030 962 992 1174 1258 1030 1030 1229 - 1174 1229 1258

PTP-V U5 Z-Wave 890 920 955 955 983 1043 983 1043 1116 - 1106 1142 1193 - - 1193 - - 1193 - -
PTP-V/GO U3 Z-Wave
PTP-V/PI U3 Z-Wave 810 833 858 858 881 928 881 928 978 1034 970 999 1034 - 0 1034 1086 - 1034 1086 -

PTP-V/GO P2 Z-Wave
PTP-V/PI P2 Z-Wave 865 893 922 922 947 1002 947 1002 1063 1137 1057 1089 1137 1234 1137 1137 1346 - 1285 1346 1382

PTP-V/GO G2 Z-Wave
PTP-V/PI G2 Z-Wave 810 834 863 863 884 934 884 934 989 1054 982 1013 1196 1284 1054 1054 1254 - 1196 1254 1285

PTP-V/GO U5 Z-Wave
PTP-V/PI U5 Z-Wave 965 1001 1041 1041 1074 1145 1074 1145 1230 - 1218 1261 1320 - - 1320 - - 1320 - -

FT_-V U3
Z-Wave

FT_-V P2
Z-Wave

PTP-V G2
Z-Wave

PTP-V U5
Z-Wave

WIND RESISTANCE Class C4 Class C4 Class C4 Class C4

WATERPROFING E900 E900 E900 E900

ACOUSTIC INSULATION Rw [dB] 32(-1;-5) 35(-1;-3) 33(-1,-4) 34 (-2;-6)

WINDOW U-VALUE Uw [W/m² K] 1,3 1,3 1,3 1,0

SOLAR FACTOR g 0,53 0,52 0,24 0,53

LIGHT TRANSMISSION tv [%] 76 75 40 73

AIR PERMEABILITY Class 3 Class 3 Class 3 Class 3

Z-WaveZ-WaveZ-Wave

- Efficient air inlet V35

- U3 – energy saving glazing unit U3
- P2 – laminated and anti-burglary 

glass   P2A

- Multi-chamber PVC profile with rein-
forced steel core

-	Available in Golden oak 

-	The material does not absorb 
moisture, the window is durable and 
resistant to corrosion

-	silver engine trim

- Efficient air inlet V35

- U3 – energy saving glazing unit U3 P2
- P2 – laminated and anti-burglary glass 

P2A

- Multi-chamber PVC profile with reinfor-
ced steel core

-	Available in pine veneer

-	The material does not absorb moisture, 
the window is durable and resistant to 
corrosion 

-	Silver engine trim

- Efficient air inlet V35

- U3 - energy saving glazing unit U3
- P2 - laminated and anti-burglary 

glassP2A

- L4 - maximum security glass L4
- U5 - highly energy

-	Multi-chamber PVC profile with 
reinforced steel core

-	The material does not absorb 
moisture, the window is durable and 
resistant to corrosion

-	Silver engine trim

V35

U3 P2

V35

U3 P2

V35

U3 P2

U5

- Immediate Delivery Time

- Check Delivery Time
Prices in Euros valid
from 15/06/2021 IVA NOT INCLUDED
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1.	 A new generation of top hung and pivot Windows with two separate opening functions of sash: top hung and pivot. Separate  
opening functions provide sash stability and increase safety. The outward opening function enables the sash to be opened. In 
any position from 0º to 45º enabling easy approach to the Edge of the open Windows, which increases the usable area and 
provides unlimited view to the outside.

2.	 The elegant handle can be used to regulate the ventilation using a two.
3.	 The pivot function enables the sash to be rotated through 180º and is used when cleaning the outer pane or operating an 

awning blind.
4.	 Increased resistance to burglary – TopSafe system
5.	 Possibility to install electrical control.
6.	 Suitable for pitches from 15º-55º, consult for other pitches.

45°
Greater Opening

Rotating Projecting Windows in Wood - PreSelect MAX

Rotating Projecting Windows in Wood - PreSelect MAX
Size [cm]

Glazed surface [m²]

55x98

0,29

55x118

0,37

66x98

0,38

66x118

0,47

66x140

0,58

78x98

0,47

78x118

0,59

78x140

0,73

78x160

0,85

94x98

0,60

94x118

0,75

94x140

0,92

94x160

1,07

114x98 114x118

0,95

114x140

1,16

114x160

1.35

134x98

0,92

134x118

1,15

134x140

1,40

134x160

FPP-V U3 preSelect MAX
Colour: natural, lacquer, acrylic 439 464 464 483 520 472 509 552 623 543 552 582 676 582 590 648 739 623 676 709 805

FPP-V P2 preSelect MAX
Colour: natural, lacquer, acrylic 495 496 496 524 565 524 565 608 709 619 627 662 771 662 662 737 840 709 737 775 883

FPP-V G2 preSelect MAX
Colour: natural, lacquer, acrylic 540 540 540 570 615 570 615 662 773 673 683 720 840 720 720 803 917 773 803 846 973

FPW-V U3 preSelect MAX
Colour: natural, lacquer, acrylic 444 444 444 467 501 467 501 539 626 550 554 590 679 590 590 651 741 626 679 709 7816

FPW-V P2 preSelect MAX
Colour: natural, lacquer, acrylic 469 455 469 458 495 453 520 540 675 545 587 605 780 730 605 689 770 613 689 745 890

FPW-V G2 preSelect MAX
Colour: natural, lacquer, acrylic 540 541 541 568 613 568 613 659 767 674 678 720 835 720 720 797 911 767 797 870 1001

FPU-V U3 preSelect MAX
Colour: natural, lacquer, acrylic 449 475 479 495 530 495 560 570 680 594 620 660 740 770 660 720 745 680 735 777 887

FPU-V P2 preSelect MAX
Colour: natural, lacquer, acrylic 490 490 535 515 560 515 560 596 762 663 638 679 737 780 659 739 735 762 792 799 955

FPU-V G2 preSelect MAX
Colour: natural, lacquer, acrylic 595 626 613 639 691 626 682 725 852 740 753 801 885 801 801 885 969 852 885 930 1074

FPP-V U3
Colour: natural, lacquer, acrylic 400 - 400 427 461 427 461 499 592 509 518 549 - - 549 619 - 592 - - -

FPP-V preSelect MAX

FPW-V preSelect MAX

FPU-V preSelect MAX
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Rotating Projecting Windows in Wood - PreSelect MAX
Size [cm]

Glazed surface [m²]

55x98

0,29

55x118

0,37

66x98

0,38

66x118

0,47

66x140

0,58

78x98

0,47

78x118

0,59

78x140

0,73

78x160

0,85

94x98

0,60

94x118

0,75

94x140

0,92

94x160

1,07

114x98 114x118

0,95

114x140

1,16

114x160

1.35

134x98

0,92

134x118

1,15

134x140

1,40

134x160

FPP-V U3 preSelect MAX
Colour: natural, lacquer, acrylic 439 464 464 483 520 472 509 552 623 543 552 582 676 582 590 648 739 623 676 709 805

FPP-V P2 preSelect MAX
Colour: natural, lacquer, acrylic 495 496 496 524 565 524 565 608 709 619 627 662 771 662 662 737 840 709 737 775 883

FPP-V G2 preSelect MAX
Colour: natural, lacquer, acrylic 540 540 540 570 615 570 615 662 773 673 683 720 840 720 720 803 917 773 803 846 973

FPW-V U3 preSelect MAX
Colour: natural, lacquer, acrylic 444 444 444 467 501 467 501 539 626 550 554 590 679 590 590 651 741 626 679 709 7816

FPW-V P2 preSelect MAX
Colour: natural, lacquer, acrylic 469 455 469 458 495 453 520 540 675 545 587 605 780 730 605 689 770 613 689 745 890

FPW-V G2 preSelect MAX
Colour: natural, lacquer, acrylic 540 541 541 568 613 568 613 659 767 674 678 720 835 720 720 797 911 767 797 870 1001

FPU-V U3 preSelect MAX
Colour: natural, lacquer, acrylic 449 475 479 495 530 495 560 570 680 594 620 660 740 770 660 720 745 680 735 777 887

FPU-V P2 preSelect MAX
Colour: natural, lacquer, acrylic 490 490 535 515 560 515 560 596 762 663 638 679 737 780 659 739 735 762 792 799 955

FPU-V G2 preSelect MAX
Colour: natural, lacquer, acrylic 595 626 613 639 691 626 682 725 852 740 753 801 885 801 801 885 969 852 885 930 1074

FPP-V U3
Colour: natural, lacquer, acrylic 400 - 400 427 461 427 461 499 592 509 518 549 - - 549 619 - 592 - - -

FP_-V U3
preSelect MAX

FP_-V P2
preSelect MAX

FP_-V G2
preSelect MAX

WIND RESISTANCE Class C3 Class C3 Class C3

WATERPROFING E900 E900 9A

ACOUSTIC INSULATION Rw [dB] 33(-2;5) 34(0;-3) 35 (-1;-3)

WINDOW U-VALUE Uw [W/m² K] 1,3 1,3 1,3

SOLAR FACTOR g 0,53 0,52 0,23

LIGHT TRANSMISSION tv [%] 76 75 40

AIR PERMEABILITY Class 3 Class 3 Class 3

- Automatic air inlet  V40P

- U3 – energy saving glazing unit U3
- P2 – laminated and anti-burglary 

glassP2A

- G2 -solar glass

-	Wood painted twice with ecological 
acrylic lacquer in natural colour

-	Wood coated with two layers of 
white ecological acrylic varnish

- Automatic air inlet  V40P

- U3 – energy saving glazing unit U3
- P2 – laminated and antai-burglary 

glass P2A

- G2 – solar glass

-	Wood painted twice with ecological 
acrylic lacquer in natural colour

-	Three coats of polyurethane varnish 
ideal for creating a durable and 
smooth finish in white on the surface 
of the frame

-designed for rooms with periodically 
elevated humidity levels (kitchens, 
bathrooms)

- Automatic air inlet  V40P

- U3 – energy saving glazing unit U3 
- P2 – laminated and anti-burglary 

glass P2

- G2 – solar glass

-	Highest quality pine wood, glued in 
layers, vacuum impregnated

- Wood painted twice with ecological 
acrylic lacquer in natural colour

- Immediate Delivery Time

- Check Delivery Time
Prices in Euros valid
from 15/06/2021 IVA NOT INCLUDED
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1.	 A new generation of top hung and pivot Windows with two separate opening functions of sash: top hung and pivot. Sepa-
rate opening functions provide sash stability and increase safety. The outward opening function enables the sash to be 
opened. In any position from 0 to 35 degrees (MAX 0º to 45º) enabling easy approach to the Edge of the open windows, 
which increases the usable area and provides unlimited view to the outside.

2.	 The elegant handle can be used to regulate the ventilation using a two-step micro-opening facility.
3.	 The pivot function enables the sash to be rotated through 180º and is used when cleaning the outer pane or operating an 

awning blind.
4.	 Increased resistance to burglary – topSafe system.
5.	 Possibility to install electrical control.
6.	 Suitable for pitches fron 15º-55º, consult for other pitches.

High Functionality

Rotating Projecting Windows in PVC - PreSelect

1 4

2 5

3 6

Rotating Projecting Windows in PVC - PreSelect
Size [cm]

Glazed surface [m²]

55x98

0,29

55x118

0,37

66x98

0,38

66x118

0,47

66x140

0,58

78x98

0,47

78x118

0,59

78x140

0,73

78x160

0,85

94x98

0,60

94x118

0,75

94x140

0,92

94x160

1,07

114x98 114x118

0,95

114x140

1,16

114x160

1,35

134x98

0,92

134x118

1,15

134x140

1,40
PPP-V U3 MAX
Colour: White 504 504 504 535 576 535 576 618 746 628 634 673 739 739 739 773 - 739 773 837

PPP-V P2 MAX
Colour: White

570 618 592 645 689 570 625 689 758 661 718 770 - 705 766 825 - 746 813 977

PPP-V U5 MAX
Colour: White

545 599 643 702 680 605 686 750 854 720 760 805 - 794 789 954 - 852 942 970

PPP-V/GO U3 MAX
PPP-V/PI U3 MAX 575 575 575 610 657 610 657 705 851 716 723 768 920 844 844 881 - 844 881 881

PPP-V/GO P2 MAX
PPP-V/PI P2 MAX 674 733 702 764 817 733 795 850 898 783 850 913 - 836 908 977 - 884 963 1040

PPP-V/GO U5 MAX
PPP-V/PI U5 MAX 677 740 715 781 843 751 824 893 950 815 895 972 - 884 972 1061 - 947 1047 1148

PPP-V U3 450 - - 480 - 480 523 565 - - - 621 - - 688 - - - - -

PPP-V/GO U3
PPP-V/PI U3 538 - - - - 574 - - - - - - - - 821 - - - - -

PTP-V, PTP-V/GO
PTP-V/PI
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Rotating Projecting Windows in PVC - PreSelect
Size [cm]

Glazed surface [m²]

55x98

0,29

55x118

0,37

66x98

0,38

66x118

0,47

66x140

0,58

78x98

0,47

78x118

0,59

78x140

0,73

78x160

0,85

94x98

0,60

94x118

0,75

94x140

0,92

94x160

1,07

114x98 114x118

0,95

114x140

1,16

114x160

1,35

134x98

0,92

134x118

1,15

134x140

1,40
PPP-V U3 MAX
Colour: White 504 504 504 535 576 535 576 618 746 628 634 673 739 739 739 773 - 739 773 837

PPP-V P2 MAX
Colour: White

570 618 592 645 689 570 625 689 758 661 718 770 - 705 766 825 - 746 813 977

PPP-V U5 MAX
Colour: White

545 599 643 702 680 605 686 750 854 720 760 805 - 794 789 954 - 852 942 970

PPP-V/GO U3 MAX
PPP-V/PI U3 MAX 575 575 575 610 657 610 657 705 851 716 723 768 920 844 844 881 - 844 881 881

PPP-V/GO P2 MAX
PPP-V/PI P2 MAX 674 733 702 764 817 733 795 850 898 783 850 913 - 836 908 977 - 884 963 1040

PPP-V/GO U5 MAX
PPP-V/PI U5 MAX 677 740 715 781 843 751 824 893 950 815 895 972 - 884 972 1061 - 947 1047 1148

PPP-V U3 450 - - 480 - 480 523 565 - - - 621 - - 688 - - - - -

PPP-V/GO U3
PPP-V/PI U3 538 - - - - 574 - - - - - - - - 821 - - - - -

PPP-V U3
preSelect MAX

PPP-V P2
preSelect MAX

PPP-V U5
preSelect MAX

WIND RESISTANCE Class C3 Class C3 Class C3

WATERPROFING 9A 9A 9A

ACOUSTIC INSULATION Rw [dB] 32(-1-,4) 34(0,-3) 32 (-1;-4)

WINDOW U-VALUE Uw [W/m² K] 1,3 1,3 1,1

SOLAR FACTOR g 0,53 0,52 0,53

LIGHT TRANSMISSION tv [%] 76 75 73

AIR PERMEABILITY Class 3 Class 3 Class 3

- Efficient air inlet V35

- U3 – energy saving glazing unit U3
- P2 – laminated and anti-burglary P2A

- U5 – highly energy saving glazing 
unit U5

-	Multi-chamber white PVC profile 
white reinforced steel core

- Available in Golden oak

- The material does not absorb 
moisture, the window is durable and 
resistant to corrosion

- Efficient air inlet  V35

- U3 – energy saving glazing unit U3
-	P2 – laminated and anti-burglary P2A
-	U5 -highly energy saving glazing unit U5

- Multi-chamber White PVC profile White 
reinforced steel core

- Available in pine veneer

- The material does not absorb moisture, 
the window is durable and resistant to 
corrosion

- Efficient air inlet V35

-	U3 – energy saving glazing unit U3
- P2 – laminated and anti-burglary

- U5 – highly energy saving glazing unit 
U5

-	Multi-chamber White PVC profile with 
reinforced steel core

- The material does not absorb moisture, 
the window is durable and resistant to 
corrosion

- Immediate Delivery Time

- Check Delivery Time
Prices in Euros valid
from 15/06/2021 IVA NOT INCLUDED
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1.	 Opening sides are reversible (right or left) with the possibility of changing the open side before installation.
FWP is designed with the handle placed on the right side looking from the inside. The handle allows to 
position of ventilation.

2.	 A wide range of accessories.
3.	 Suitable for pitches from 15º- 55°.

- Consult compatible accessories
- Windows compatible with sloping roof window flashings

Comfortable
Access to the Roof

Opening Side Windows for Exit to Cover

Opening Side Windows for Exit to Cover
Size [cm] 55x98 66x78 66x98 66x118 78x98 78x118
FWP U3
Colour: natural, lacquer, acrylic 380 369 403 433 426 471

FWP P2
Colour: natural, lacquer, acrylic

420 405 443 476 469 518

FWP U5
Colour: natural, lacquer, acrylic

570 551 602 647 638 704

FWU U3
Colour: natural, lacquer, acrylic 

436 421 459 493 487 538

FWU P2
Colour: natural, lacquer, acrylic 

478 461 503 519 515 589

FWU U5
Colour: natural, lacquer, acrylic 

629 607 663 712 702 776

PWP U3
PVC Colour: White

365 356 386 418 407 458

PWP P2
PVC Colour: White

425 409 448 482 467 521

L R1
0

32

FWP, FWU, 
PWP
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FW_ U3 FW_P2 FW_U5 PWP U3 PWP P2

WIND RESISTANCE Class C4 Class C4 Class C4 Class C4 Class 4C

WATERPROFING E900 E900 E900 E900 E900

ACOUSTIC INSULATION Rw [dB] 33(-1;-5) 35(-1,-5) 33(-1;-4) 34(-2;-5) 37(-2,-5)

WINDOW U-VALUE Uw [W/m² K] 1,3 1,3 1,0 1,4 1,4

SOLAR FACTOR g 0,53 0,52 0,53 0,53 0,52

LIGHT TRANSMISSION tv [%] 76 75 73 76 76

AIR PERMEABILITY Class 3 Class 3 Class 3 Class 3 Class 3

EFW
The horizontal roof flashing increases 
the inclination by 15º. Possible to 
install for pitches from 0-15º.

FWP

-	The opening side is reversible using the 
adjustable hinges

-	U3 – energy saving glazing unit U3
-	U5 – highly energy saving glazing unit U5

-	Highest queality pine wood glued in 
layer; vacuum impregnated 

-	Three coats of polyurethane varnish ideal 
for creating a durable and smooth finish 
in white on the surface of frame

-	Designed for rooms with periodically 
elevated humidity levels (kitchens, 
bathrooms)

-	The opening side is reversible 
using the adjustable hinges

-	U3 – energy saving glazing unit U3

- P2 – laminated and anti-burglary 
glass P2

-	Multi-chamber White PVC profile 
with reinforced steel core

-	The material does not absorb 
moisture, the window is durable 
and resistant to corrosion

-	The opening side is reversible using the 
adjustable hinges

-	U3 – energy saving glazing unit U3
-	U5 – highly energy saving glazing unit U5

-	Highest quality pine Wood glued in layer; 
vacuum impregnated

-	Wood coated with two layers of white 
ecological acrylic varnish

- Immediate Delivery Time

- Check Delivery Time
Prices in Euros valid
from 15/06/2021 IVA NOT INCLUDED
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The skylights are designed for uninhabited spaces or with no heating system, where the temperature of the inside is like the one in 
the outside.

- Highest quality pine Wood glued in layer; vacuum impregnated

Light Shaft

Light Shaft
Size [cm] 54x75 46x75 55x72

WGT-H 102 115 -

WGI-S 97 105 -

WGI-H 120 133 146

Light Shaft
Size [cm] 54x75 86x86

WSH 181 233

Light Shaft
Size [cm] 54x83 86x87

WLI 197 235

AJP, ARF
ARS, ARP
APS, APF, AMS

Exit to Roof

WGI
WGT
WLI

| 
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WLI

- Frame is made of pine wood, vacuum 
impregnated.

-	Has a handle that allows the sash to be 
secured in two positions to ventilate the 
room.

-	Suitable for roofs with pitches between 
15º and 60º.

-	Integrated flashing WGI-H AND WGT-H 
models for corrugated roofing materials 
and WGI-S for flat roofing materials.

•	WGI – doble glazed  3-8-3
•	WGT – with tempered glass 4H, for 

corrugated roofing material.

- Interal dimensions of the roof access 
window (86x87 cm) comply with Building 
Regulations.

- Frame manufactured from vacuum 
impregnated pine wood

- With doble glazed 3-8-3
  A lateral opening mechanism that allows 

is opening towards right or left, depen-
ding on tis installation

- Suitable for roofs with pitches between 
15 and 70 degrees.

-	Include flashing for corrugated roofing 
material

-	Frame is made of vacuum impregnated 
pine wood.

-	Secuere the sash in two positions for 
ventilation.

-	Suitable for roofs with pitches between 
15º and 55º.

- Easy installation between beams.
- Mounting kit included with window.
- 3 mm polycarbonate dome.

Example, WGI-H 
45*55 S = 45
H = 55
 

- Immediate Delivery Time

- Check Delivery Time
Prices in Euros valid
from 15/06/2021 IVA NOT INCLUDED
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Flashings are essential for the light connection of roof windows with roofing materials and to guarantee its tightness. Precisely 
designed flashing details ensure a durable and neat fit with the roofing material used. The purpose of flashing is to ensure good 
drainage away from the window and to provide protection from the elements. All flashings are manufactured using aluminum as 
standard, permanently protected with polyester varnish with brown RAL 7022 colour.

Flashings

Flashings
Size [cm] 46x98 55x78 55x98 55x118 66x98 66x118 66x140 78x98 78x118 78x140 78x160 94x60 94x98 94x118 94x140 94x160 114x66 114x98 114x118 114x140 114x160 134x98 134x118 134x140 134x160
EHN-A
For roof coverings material 68 67 69 71 81 77 85 74 85 87 116 95 87 97 98 108 102 111 98 103 121 102 107 110 142

EHN-AT Thermo
For roof coverings material

95 95 100 107 107 112 120 112 120 122 139 125 125 125 129 149 132 132 132 139 159 132 142 149 173

ELN
For flat roofing material

56 56 59 60 66 66 73 64 72 71 85 81 73 82 85 87 86 85 85 87 87 85 95 95 117

ELN-T Thermo
For flat roofing material

105 105 110 117 117 122 132 122 132 134 154 137 137 137 142 164 144 144 144 154 - 144 164 156 203

EHA
For roof coverings material

- 268 272 286 286 304 308 304 308 317 353 - 326 326 333 376 - - 340 344 385 344 364 376 -

EBV-A
For flat roofing material

- 69 74 80 80 82 87 82 87 89 106 - 95 95 100 115 - - 102 106 121 102 108 115 132

EFW
For horizontal roofing material

298 295 295 319 319 319 359 350 359 379 450 388 386 386 390 427 427 - 424 424 471 443 450 464 531
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Flashings
Size [cm] 46x98 55x78 55x98 55x118 66x98 66x118 66x140 78x98 78x118 78x140 78x160 94x60 94x98 94x118 94x140 94x160 114x66 114x98 114x118 114x140 114x160 134x98 134x118 134x140 134x160
EHN-A
For roof coverings material 68 67 69 71 81 77 85 74 85 87 116 95 87 97 98 108 102 111 98 103 121 102 107 110 142

EHN-AT Thermo
For roof coverings material

95 95 100 107 107 112 120 112 120 122 139 125 125 125 129 149 132 132 132 139 159 132 142 149 173

ELN
For flat roofing material

56 56 59 60 66 66 73 64 72 71 85 81 73 82 85 87 86 85 85 87 87 85 95 95 117

ELN-T Thermo
For flat roofing material

105 105 110 117 117 122 132 122 132 134 154 137 137 137 142 164 144 144 144 154 - 144 164 156 203

EHA
For roof coverings material

- 268 272 286 286 304 308 304 308 317 353 - 326 326 333 376 - - 340 344 385 344 364 376 -

EBV-A
For flat roofing material

- 69 74 80 80 82 87 82 87 89 106 - 95 95 100 115 - - 102 106 121 102 108 115 132

EFW
For horizontal roofing material

298 295 295 319 319 319 359 350 359 379 450 388 386 386 390 427 427 - 424 424 471 443 450 464 531

Standard Flashing

EHN-AT Thermo
-	 It can be applied to roof coverings with a profile 

depth of up to 90 mm.

ELN-T Thermo
-	To be used with flat roofing materials maximum 

5 mm thick

EBV-A
-	To be used with sandwich panel

EHN-A
- It can be applied to roof coverings 

with a profile depth of up to 90 mm

ELN
- To be used with flat roofing materials 

maximum 5 mm thick

EHA
-	 Increase the inclination by 10º (Suita-

ble for roofs with pitches between 10º 
and 75º) 

 

EFW
-	For horizontal roof, the system 

elevates the installation angle of the 
window by 15º (suitable for roofs with 
pitches between 0º and 15º) includes 
the flashing and the case

- Immediate Delivery Time

- Check Delivery Time
Prices in Euros valid
from 15/06/2021 IVA NOT INCLUDED
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AMZ
ARZ

f you have a Matilla window® and want to buy a blind or awning you should check the compatibility.
The outer awning is 8 times more effective against heat than the inner darkening curtain. An exterior accessory with an interior 
decoration accessory forms a perfect set ensuring the total comfort of the user, protecting against heat, light and also decorates 
the room.

Exterior Accessories

Exterior Accessories for Windows FT_, PT_, FP_, PP_
Size
[cm] 46x98 55x78 55x98 55x118 66x98 66x118 66x140 78x98 78x118 78x140 78x160 94x60 94x98 94x118 94x140 94x160 114x66 114x98 114x118 114x140 114x160 134x98 134x118 134x140 134x160

AMZ
(090) 69 59 59 64 75 71 76 74 76 79 105 84 86 86 94 115 103 132 103 111 111 108 122 121 -

AMZ I
(089, 090) 70 70 70 78 78 89 96 93 96 100 119 106 111 111 119 142 130 - 130 141 - 137 141 152 -

AMZ II
(092) 87 87 87 94 94 111 118 113 118 122 146 129 137 137 146 173 160 - 160 172 - 170 172 186 -

AMZ I Z-Wave*
(089, 090) - 294 299 310 368 320 336 310 320 331 378 331 331 341 347 - - 341 352 380 341 388 368 468

AMZ II Z-Wave*
(092) - 340 348 357 355 359 373 361 371 383 391 383 383 393 403 - - 397 409 448 399 410 422 485

AMZ I WiFi
(089, 090) - 430 435 445 443 445 461 449 461 469 478 470 470 480 488 - 482 482 492 - 484 494 505 -

AMZ II WiFi
(092) - 455 463 473 471 475 489 477 487 498 506 498 498 508 518 - 527 512 524 - 514 526 537 -

AMZ I Solar**
(089, 090) - 441 451 456 537 461 472 461 472 477 574 482 482 487 576 - 643 488 492 507 492 589 511 688

AMZ II Solar**
(092) - 530 536 544 544 553 561 553 559 571 582 571 571 582 584 - 655 584 594 601 586 596 609 698

ARZ-H 360 355 386 394 461 421 432 405 429 451 532 486 445 451 489 539 489 620 474 512 525 489 563 543 -
ARZ Z-Wave* 347 354 376 378 413 414 426 397 426 438 463 430 423 440 469 471 550 608 461 484 495 463 487 510 608
ARZ Solar** - 551 561 587 605 587 612 587 602 617 698 561 698 622 638 658 658 643 658 658 658 765 729 -
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Exterior Accessories for Windows FT_, PT_, FP_, PP_
Size
[cm] 46x98 55x78 55x98 55x118 66x98 66x118 66x140 78x98 78x118 78x140 78x160 94x60 94x98 94x118 94x140 94x160 114x66 114x98 114x118 114x140 114x160 134x98 134x118 134x140 134x160

AMZ
(090) 69 59 59 64 75 71 76 74 76 79 105 84 86 86 94 115 103 132 103 111 111 108 122 121 -

AMZ I
(089, 090) 70 70 70 78 78 89 96 93 96 100 119 106 111 111 119 142 130 - 130 141 - 137 141 152 -

AMZ II
(092) 87 87 87 94 94 111 118 113 118 122 146 129 137 137 146 173 160 - 160 172 - 170 172 186 -

AMZ I Z-Wave*
(089, 090) - 294 299 310 368 320 336 310 320 331 378 331 331 341 347 - - 341 352 380 341 388 368 468

AMZ II Z-Wave*
(092) - 340 348 357 355 359 373 361 371 383 391 383 383 393 403 - - 397 409 448 399 410 422 485

AMZ I WiFi
(089, 090) - 430 435 445 443 445 461 449 461 469 478 470 470 480 488 - 482 482 492 - 484 494 505 -

AMZ II WiFi
(092) - 455 463 473 471 475 489 477 487 498 506 498 498 508 518 - 527 512 524 - 514 526 537 -

AMZ I Solar**
(089, 090) - 441 451 456 537 461 472 461 472 477 574 482 482 487 576 - 643 488 492 507 492 589 511 688

AMZ II Solar**
(092) - 530 536 544 544 553 561 553 559 571 582 571 571 582 584 - 655 584 594 601 586 596 609 698

ARZ-H 360 355 386 394 461 421 432 405 429 451 532 486 445 451 489 539 489 620 474 512 525 489 563 543 -
ARZ Z-Wave* 347 354 376 378 413 414 426 397 426 438 463 430 423 440 469 471 550 608 461 484 495 463 487 510 608
ARZ Solar** - 551 561 587 605 587 612 587 602 617 698 561 698 622 638 658 658 643 658 658 658 765 729 -

preSelectAMZ NewLineAMZ

ARZ
Outer Blinds
-	 Partial protection against solar heat.
-	 Darkening of the interior.
-	 Guarantees privacy.
-	 UV protection.
-	 Protection against excess noise.

ARZ

AMZ
Outer Awning
-	8 time more effective against heat.
-	The New line version has a new drawer that apart from being 

more aesthetic improves the rigidity of the awning.
-	Effective reduction of excessive heat.
-	Effectively darkens the interior while ensuring good visibility.

AMZ
- AMZ awning manual 

or rod-operated (as a 
whole).

AMZ Z-Wave
- Easy operation via 

remote control or 
wall switch with 
Z-Wave wireless 
system

AMZ Solar
- Comfortable and 

automatic awning 
operation (the 
intelligent system 
drives the awning 
depending on UV 
radiation)

 

ARZ-H
- ARZ-H blind 

manually operated 
by crank (as a 
whole).

 

ARZ Z-Wave
- ARZ Z-Wave blind 

with Z-Wave wireless 
system, operated 
with a switch or 
remote, powered by 
15V DC.

AMZ Solar
- ARZ solar blind is 

operated with a 
remote control.

-	The blind is equipped 
with the control unit 
and an accumulator 
thar is loaded with 
the solar panel 
located on the blind.

1

2
089 090

092

091

- Stock Until End of Stock

1

- Immediate Delivery Time

- Check Delivery Time
Prices in Euros valid
from 15/06/2021 IVA NOT INCLUDED
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All the interior accessories (except mosquito net) are designed to adapt all types of roof windows Matilla®. A wide range of types, 
patterns and colours of accessories ensures that the window matches with any interior décor and offers the possibility of shaping 
the style of any room. They make it possible to control de action of light. They allow to darken and brighten the room at any time 
of the day.

Interior Accessories

Interior Accessories
Size [cm] 46x98 55x78 55x98 55x118 66x98 66x118 66x140 78x98 78x118 78x140 78x160 94x60 94x98 94x118 94x140 94x160 114x66 114x98 114x118 114x140 114x160 134x98 134x118 134x140 134x160

AJP I 93 93 100 103 103 110 117 110 117 124 134 134 134 134 145 145 145 - 145 158 158 145 158 165 -
AJP II 113 113 123 126 126 133 143 133 143 150 163 163 163 163 176 176 176 - 176 193 193 176 193 199 -

AJP Z-Wave I* - - - 313 312 315 316 315 316 320 324 322 322 322 326 330 330 - 330 333 333 326 333 358 -
AJP Z-Wave II* - - - 306 305 308 311 308 311 315 320 301 318 318 323 327 286 - 327 332 332 323 332 355 -
ARF I
051; 052; 255 available in stock

77 68 71 73 79 81 89 77 88 89 110 94 91 92 100 108 99 107 100 104 108 98 117 114 143

ARF II 96 93 96 98 98 106 118 108 118 126 136 130 121 121 133 146 133 133 133 146 161 136 146 151 176
ARF Z-Wave I* 287 235 237 231 287 233 243 233 238 244 303 272 245 241 255 313 255 349 260 265 261 255 318 279 400
ARF Z-Wave II* 277 275 277 281 281 285 295 285 295 297 305 325 299 299 305 315 307 307 307 315 344 307 315 336 387
ARF WiFi I* 347 345 347 - 351 353 - 353 361 363 369 397 365 365 369 377 371 371 377 371 377 399 -
ARF WiFi II* 362 360 362 - 366 370 - 370 380 382 390 418 384 384 390 400 392 392 400 392 400 422 -
ARF Solar I* - 350 353 360 360 362 373 362 373 375 381 377 377 377 381 392 386 386 386 392 432 386 392 421 484
ARF Solar II* - 370 371 376 376 382 395 382 395 398 408 400 400 400 408 421 411 411 411 421 465 411 421 450 517

AJP, ARF
ARS, ARP
APS, APF, AMS

*Accessories with Z-Wave system require a transformer and control or wall  
 button for use (not included).
*Solar accessories do NOT include a remote
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Interior Accessories
Size [cm] 46x98 55x78 55x98 55x118 66x98 66x118 66x140 78x98 78x118 78x140 78x160 94x60 94x98 94x118 94x140 94x160 114x66 114x98 114x118 114x140 114x160 134x98 134x118 134x140 134x160

AJP I 93 93 100 103 103 110 117 110 117 124 134 134 134 134 145 145 145 - 145 158 158 145 158 165 -
AJP II 113 113 123 126 126 133 143 133 143 150 163 163 163 163 176 176 176 - 176 193 193 176 193 199 -

AJP Z-Wave I* - - - 313 312 315 316 315 316 320 324 322 322 322 326 330 330 - 330 333 333 326 333 358 -
AJP Z-Wave II* - - - 306 305 308 311 308 311 315 320 301 318 318 323 327 286 - 327 332 332 323 332 355 -
ARF I
051; 052; 255 available in stock

77 68 71 73 79 81 89 77 88 89 110 94 91 92 100 108 99 107 100 104 108 98 117 114 143

ARF II 96 93 96 98 98 106 118 108 118 126 136 130 121 121 133 146 133 133 133 146 161 136 146 151 176
ARF Z-Wave I* 287 235 237 231 287 233 243 233 238 244 303 272 245 241 255 313 255 349 260 265 261 255 318 279 400
ARF Z-Wave II* 277 275 277 281 281 285 295 285 295 297 305 325 299 299 305 315 307 307 307 315 344 307 315 336 387
ARF WiFi I* 347 345 347 - 351 353 - 353 361 363 369 397 365 365 369 377 371 371 377 371 377 399 -
ARF WiFi II* 362 360 362 - 366 370 - 370 380 382 390 418 384 384 390 400 392 392 400 392 400 422 -
ARF Solar I* - 350 353 360 360 362 373 362 373 375 381 377 377 377 381 392 386 386 386 392 432 386 392 421 484
ARF Solar II* - 370 371 376 376 382 395 382 395 398 408 400 400 400 408 421 411 411 411 421 465 411 421 450 517

140

141 145144143 146 147

148 149 152151 154153

155 156 158157 160159

161

167

164 165

056

255 051052

053 256231227 257 054

261260258 259057

264

233

232 262 058 059 263

055 265

226

237 239 275 276 277

ARFAJP

ARF
Blackout Blinds

-	Very Good protection from sunlight until darke-
ning the room.

-	Partial protection from solar heat (to protect 
even more against heat, the exterior awning 
blind is recommended)

-	Possibility to lock the blind in any position 
thanks to the side reails.

AJP
Venetian Blind

-	Ability to control the amount of incoming light to 
the room.

-	Interior decoration
-	Partial reduction of excess heat in the room (to 
protect even more against heat, the exterior aw-
ning blind is recommended)

-	Control the direction of light entering through by 
changing the angle of lamellas

1

2

1

2

- Immediate Delivery Time

- Check Delivery Time
Prices in Euros valid
from 15/06/2021 IVA NOT INCLUDED
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Interior Accessories
Size [cm] 46x98 55x78 55x98 55x118 66x98 66x118 66x140 78x98 78x118 78x140 78x160 94x60 94x98 94x118 94x140 94x160 114x66 114x98 114x118 114x140 114x160 134x98 134x118 134x140 134x160

ARS I 44 44 44 52 52 52 61 61 61 61 66 73 66 66 66 83 83 83 83 83 91 75 91 91 105
ARS II 65 65 65 70 70 70 82 90 90 90 90 99 90 90 90 114 112 114 112 112 114 102 122 122 114

ARP I 73 68 73 73 73 76 81 79 81 86 - 89 86 86 86 92 92 92 92 94 - 94 102 105 -
ARP II 95 87 95 95 95 97 105 100 105 110 110 115 110 110 110 130 118 118 120 130 120 130 133 -
ARP Z-Wave I* 245 243 245 248 248 250 257 250 257 259 - 283 261 261 265 266 266 266 266 272 - 266 272 292 -
ARP Z-Wave II* 261 259 261 264 264 268 277 268 277 279 - 305 281 281 286 288 288 288 288 295 - 288 295 316 -
APS I 77 75 77 81 81 86 96 88 96 105 114 106 99 99 109 120 109 133 109 120 120 114 120 126 146
APS II - 108 110 115 115 120 140 130 140 152 159 - 142 142 157 172 - 172 157 177 194 159 172 182 209
APF I 130 102 120 115 130 118 129 118 129 139 191 134 129 139 151 202 144 202 158 202 152 152 192 160 227
APF II 130 139 142 151 151 156 175 161 175 190 204 168 180 180 199 216 185 238 199 216 216 204 216 228 262
AMS 200cm - 120 125 125 130 130 130 140 140 140 140 - 151 151 151 163 - 163 163 163 151 176 176 176 176
AMS 240cm - - - - 137 137 137 147 147 147 147 - 158 158 158 171 - 171 171 171 158 184 184 184 184

013221

007001

240

002

241 015 011 242 218

008203 244243 219 009

246245 266 247 010

222 249

248

014

004204 012250

003

216

220 267223 251 254

217 252 253

016 268 269 270

281 282280

207 206 208225006

274 273

272271

224215 278 279

013221

007001

240

002

241 015 011 242 218

008203 244243 219 009

246245 266 247 010

222 249

248

014

004204 012250

003

216

220 267223 251 254

217 252 253

016 268 269 270

274 273

272271

224215 278 279

ARS
Roller Blind Standard
- Control the light level
- Wide range of colours and patterns

ARP
Dimming Roller Blinds
- Gradually reduces the entry of light
- Wide range of colours and patterns that  
  satisfy the individual needs
- Offers privacy inside the stays
- Side guides

280 281 282

Aluminum trim covering the upper 
drum.

Hook - possibility to position the 
curtain in three.

Side guides keep 
the curtain to any

1

2

1

2

*Accessories with Z-Wave system require a transformer and control or wall button for use (not included). WiFi option 70 €
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Interior Accessories
Size [cm] 46x98 55x78 55x98 55x118 66x98 66x118 66x140 78x98 78x118 78x140 78x160 94x60 94x98 94x118 94x140 94x160 114x66 114x98 114x118 114x140 114x160 134x98 134x118 134x140 134x160

ARS I 44 44 44 52 52 52 61 61 61 61 66 73 66 66 66 83 83 83 83 83 91 75 91 91 105
ARS II 65 65 65 70 70 70 82 90 90 90 90 99 90 90 90 114 112 114 112 112 114 102 122 122 114

ARP I 73 68 73 73 73 76 81 79 81 86 - 89 86 86 86 92 92 92 92 94 - 94 102 105 -
ARP II 95 87 95 95 95 97 105 100 105 110 110 115 110 110 110 130 118 118 120 130 120 130 133 -
ARP Z-Wave I* 245 243 245 248 248 250 257 250 257 259 - 283 261 261 265 266 266 266 266 272 - 266 272 292 -
ARP Z-Wave II* 261 259 261 264 264 268 277 268 277 279 - 305 281 281 286 288 288 288 288 295 - 288 295 316 -
APS I 77 75 77 81 81 86 96 88 96 105 114 106 99 99 109 120 109 133 109 120 120 114 120 126 146
APS II - 108 110 115 115 120 140 130 140 152 159 - 142 142 157 172 - 172 157 177 194 159 172 182 209
APF I 130 102 120 115 130 118 129 118 129 139 191 134 129 139 151 202 144 202 158 202 152 152 192 160 227
APF II 130 139 142 151 151 156 175 161 175 190 204 168 180 180 199 216 185 238 199 216 216 204 216 228 262
AMS 200cm - 120 125 125 130 130 130 140 140 140 140 - 151 151 151 163 - 163 163 163 151 176 176 176 176
AMS 240cm - - - - 137 137 137 147 147 147 147 - 158 158 158 171 - 171 171 171 158 184 184 184 184

AMSAPF

071652

656

651

664663

655

669

665

654653

674

657 658

670 671 672

659 660

673

666

662

661

668667

601

607

603

602

612

613610

611

608

606

609

604 605

APF
Pleated Blackout Curtain
-	Provide a soft and diffused light into the 

room 
-	Possibility to lock the blind in any position 

thanks to the side rails
- Ease of use due to the upper and lower 

bar system

AMS
Mosiquito Net
-	Protection against insects
-	Can be installed with other internal and 

external accessories.
-	Installation on the interior wall

APS
Pleated Blinds
-	Provide a soft and diffused light into the 

room.
-	Different colours to suit the home décor
-	Ability to choose colours profiles White 

or silver.

APS

A = innter gap width
H = inner gap height

1

2

1

2

- Immediate Delivery Time

- Check Delivery Time
Prices in Euros valid
from 15/06/2021 IVA NOT INCLUDED
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1	- The flexible transmitter tube is made of metalized and reinforced polyester. Due to its flexibility, it is ideal 
for short distance mounting where structural obstacles to avoid are encountered. The standard length of 
the set is 2,1 m.The maximum recommended hose length for lucerne is 4 m for the diameter of 350 mm 
and 6 for the diameter of 550 mm.

2	- Distributes light homogeneously thanks to the light diffuser
3	- For slopping roofs from 15º to 60º

Flexible Solar Tube with Integrated Flashing

Sun at Home
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SF_

- 4 mm tempered glass.
- Simultaneous natural illumination of 

the undercover space (SF-L)
- Flashings included
- Different models depending on the 

type of cover.
- Electrical lighting can be used (SLO 

lamp).

-	Transparent polycarbonate dome,
-	Simultaneous natural lighting of the 

space under cover (SFD-_/L)
-	Three types of flashings depending on 

the type of cover
-	Electric lighting (SLO lamp) can be 

used.

SLOSLM

Solar Tube with Dome 
Diameter [mm] 
Transmitter tube length (cm)

350
210

550
210

SFD-L
Flat material sloped roof

290 425

SFD-H
Corrugated material sloping roof

299 445

Solar Tube with Glass
Diameter [mm] 
Transmitter tube length (cm)

350
210

550
210

SFL
Flat material sloped roof

275 388

SFH
Corrugated material sloping roof

298 424

Solar Tube Accessories
Diameter [mm] 350 550

SLM Rigid tube extender
- Length 120 cm

59 69

SLO Electric lamp formounting
on the tube

49 55

Diameter [mm] 
Transmitter tube length (cm)

350
210

550
210

SFD-L/L
Flat material sloped roof

335 470

SFD-H/L
Corrugated material sloping roof

385 488

Diameter [mm] 
Transmitter tube length (cm)

350
210

550
210

SFL-L
Flat material sloped roof

328 428

SFH-L
Corrugated material sloping roof

368 468

- Immediate Delivery Time

- Check Delivery Time
Prices in Euros valid
from 15/06/2021 IVA NOT INCLUDED
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1 -The solar tube consists of a dome or glass, integrated flashing, three 61 cm SRM transmission tubes, 
two adjustable SRK elbows (0 to 30º each), a diffuser, trim and mounting kit. The total length of the 
tube is 2.1 m (except for diameter 550 mm, which does not include elbow)

2 - Distribute light evenly thanks to the light diffuser. The maximum recommended length for the rigid tube 
is 6 m for the diameter of 250 mm and 12 m for the diameter of 350 mm and 550 mm.

 
3 - For sloping roofs from 15º to 60º.

Rigid Solar Tube with Integrated Flashing

Sun at home
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SR_

-	With 4 mm tempered glass.
-	Simultaneous natural lighting of the 
space under cover (SR-L).

-	Flashings included.
-	Different models depending on the 
type of cover.

-	Electric lighting (SLO lamp) can be 
used.

-	Transparent polycarbonate dome, 
-	Simultaneous natural lighting of the 
space under cover (SRD./L),

-	Three types of flashings depending on 
the type of cover,

-	Electric lighting (SLO lamp) can be 
used.

Solar Tube with Dome 
Diameter [mm] 
Transmitter tube length (cm)

250
210

250
210

550
180*

SRD-L
Flat material sloped roof

348 440 598

SRD-H
Corrugated material sloping roof

380 470 640

Solar Tube Accessories
Diameter [mm] 250 350 550

SRM Rigid tube extender
- lenght 61 cm

55 71 100

SRK
Elbow for rigid pipe

65 85 117

SLO Electric lamp for mounting on 
the tube

49 49 55

Solar Tube with Glass
Diameter [mm] 
Transmitter tube length (cm)

250
210

350
210

550
180*

SRL
Flat material sloped roof

340 440 591

SRH
Corrugated material sloping roof

380 470 629

Diameter [mm] 
Transmitter tube length (cm)

250
210

350
210

550
180*

SRD-L/L
Flat material sloped roof

387 515 635

SRD-H/L
Corrugated material sloping roof

425 555 675

Diameter [mm] 
Transmitter tube length (cm)

250
210

350
210

550
180*

SRL-L
Flat material sloped roof

399 515 651

SRH-L
Corrugated material sloping roof

441 555 693

SRKSRM SLO

*Elbow SRK not included

- Immediate Delivery Time

- Check Delivery Time
Prices in Euros valid
from 15/06/2021 IVA NOT INCLUDED
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1.	 The solar tubes for horizontal cover allow a natural illumination of the spaces under horizontal cover.The solar tube transmits 
natural light that enters through the collector, reflects off the walls of the tube and is directed towards the diffuser.

2.	 Its innovative design guarantees the durability and tightness of the solar tubes. The base of this solar tube is made of recycled 
material, so the product is ecological, and consists of a frame and a polycarbonate dome.

3.	 The interior of the base of the tube is composed of an insulating material, which offers very good thermal insulation 
parameters.

4.	 The diffuser is installed on the roof of the room and evenly distributes the light, illuminating the space under horizontal cover.
5.	 For horizontal roof with inclination from 0º to 15º.

Solar Tube for Horizontal Cover

Sun at Home
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SRKSRM SLO

SLM

SRFSFF

-	Rigid solar tube 0.61 m long SRM 
extenders cab be added to the SRF tube 

- Flexible solar tube, ideal for mounting 
over short distances for spaces where 
structural obstacles are to be avoided.

  The tube has a length of 2.1 

Accessories for Solar Tubes
Diameter [mm] 350 550

SLM Extender for flexible tube
- Length 120 cm 59 69

Accessories for Solar Tubes
Diameter [mm] 350 550

SRM Rigid tube extender
- lenght 61 cm 71 100

SRK
Elbow for rigid pipe 85 117

SLO Electric lamp for mounting 
on the tube 49 55

Solar Tube
Diameter [mm] 350 550

SFF
Flexible tube

410 589

SRF
Rigid tube

448 645

- Immediate Delivery Time

- Check Delivery Time
Prices in Euros valid
from 15/06/2021 IVA NOT INCLUDED
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1 - The frame of the horizontal roof window is constructed of multi-chamber PVC profiles filled with insulation material.
2 - Windows are available with two glazing units:
   - Triple energy-efficient - DU6 - Uw = 0,7 W/m²K (according to EN 14351-1).
   - Quadruple glazing - DU8 Uw = 0,64 W/m²K (according to EN 14351-1).
   Such excellent performance makes the window suitable for use in passive buildings.
4 - Windows can be mounted on an additional base XRD15, XRD30 o XRD / W45, for that roof windows, raise the D_F windows  

above of 15 cm, 30 or 45 wherever it is necessary, for example, in green or living roofs.
5	 - The structure of the window enables installation of internal as well as external accessories.
6 - Thacks to the patented water drainage system, the type F horizontal roof window is suitable for roof pitches between 2º and 15º, 

or from or 0º using the XRD/A base, available separately

Windows for Horizontal Roofs Type F

Lots of 
Natural Light

DU6 DU8

RESISTANCE TO THE HIT Class 5 - 950 mm

THERMICAL TRANSMITTANCE
Uw [W/m² K]

0,70 0,64

SOUND INSULATION Rw [dB] 34 (-1;-4) 33 (-1;-3)

LIGHT TRANSMISSION tv [%] 54 49

AIR PERMEABILITY Class 4 (DXF, DMF, DEF)

0

DU6 DU8
2

5

3

1

2

6

4

DXF
DMF
DEF
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DXF DMF DEF

-	  Opened manually by means 
of ZSD control rod of 220 cm 
(included)

-	330 cm ZSD telescopic control rod 
is optional

-	Electrically opened with Wireless 
Z-Wave system, invisible when 
closed.

-	 Included in the kit: transformer 
ZZ60h, remote control ZRH12, rain 
sensor ZRD.

-	Sash tilts 15 cm.

- Non-opening, designed for places 
with no necessity of ventilation or 
access to the outside

Windows for Horizontal Roofs Type F
Size [cm]

Glass area [m²]

60x60

0,23

60x90

0,37

70x70

0,33

80x80

0,46

90x90

0,6

90x120

0,83

100x100

0,77

120x120

1,16

140x140

1,63

100x150

1,21

120x220

2,23
DXF DU6
Fixed 920 1013 1069 1096 1216 1436 1352 1678 2177 1756 2931

DMF DU6
Manual opening 1030 1131 1189 1220 1356 1609 1509 1770 2512 2088 3267

DEF DU6
Electric opening 1320 1564 1533 1723 1930 2158 2087 2538 3103 2644 3796

DXF DU8
Fixed 1390 1529 1614 1624 1653 2167 2040 2385 3353 2644 4510

DMF DU8
Manual opening 1510 1663 1748 1796 1997 2359 2219 2596 - 3087 -

DEF DU8
Electric opening 1788 1971 2079 2131 2369 2768 2629 3047 - 3359 -

DXF DU6 Secure
Fixed - - - - 1300 1534 1443 1789 - - -

DMF DU6 Secure
Manual opening - - - - 1450 1720 1616 1893 - - -

DEF DU6 Solar
Electric opening 1390 1645 1614 1813 2032 2268 2198 2741 3265 2780 3994

Windows for horizontal roofs whith flat top glass (always 6 mm 
tempered glass) with black edges and aluminum profiles in black 
(RAL 9005). Possibility of manufacturing windows with glass ed-
ges and exterior aluminum profiles in other colors (colourLine). 
Consult prices.

- Immediate Delivery Time

- Check Delivery Time
Prices in Euros valid
from 15/06/2021 IVA NOT INCLUDED
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Lighting 
Solutions

DXC
DMC
DEC

1 - The horizontal roof window frame is manufactured with PVC multi-chamber profiles. The window can have a transparent (C) 
or matte (M) dome.

2 - Available with two types of glazing:
   - security - P2 - U= 1,2 W/m²K (depending on EN 12567-2), Urc = 0,73 W/m²K depending on EN 1873:2014+A1:2016)
   - version Secure - P4 - U= 1,2 W/m²K (depending on EN 12567-2).
   - passive quadruple - U8 (VSG) U = 0,72 W/m²K (depending on EN 1873).
Such excellent perfomance makes the window suitable for use in passive buildings.
3 - The structure of the window enables installation of internal as well as external accessories.
4 - Windows can be mounted on an additional base XRD15, for horizontal roof Windows, raise the D_C 13, 30 or 45 cm where-

ver it is necessary, for example, on landscaped roofs.
5 - It is suitable for roofs with inclination between 0º to 15º.

Windows for Horizontal Roofs Type C with Dome and Safety Glass

P2 P4 U8 (VSG)

RESISTANCE TO THE HIT SB 1200

THERMICAL TRANSMITTANCE
[W/m2K] / Urc [W/m2K] 1,2 / 0,73 1,2 0,72

SOUND INSULATION Rw [dB] 35 (-1;-3) 35 (-1;-3) 36 (-1;-4)

LIGHT TRANSMISSION tv [%] 21,9 (D_C-M),
57,7 (D_C-C) npd 15,9 (D_C-M)

39,7 (D_C-C)

AIR PERMEABILITY Class A3 (DXC), Class 4 (DMC, DEC)
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Windows for Horizontal Roofs Type C with Dome and Safety Glass

Size [cm]

Glass area [m2]

60x60

0,23

60x90

0,37

70x70

0,33

80x80

0,46

90x90

0,6

90x120

0,87

100x100

0,77

120x120

1,16

140x140

1,63

100x150

1,21

120x220

2,23
DXC-C P2 DXC-M P2 Fixed 468 515 558 558 620 716 689 838 1176 876 1528

DXC-C P4 Secure Fixed
DXC-M P4 Secure Fixed

- - - - 751 902 835 988 - - -

DMC-C P2 Manual opening
DMC-M P2 Manual opening

552 609 714 660 727 880 803 996 1554 1260 2015

DMC-C P4 Secure manual
DMC-M P4 Secure manual

- - - - 938 1129 1043 1237 - - -

DEC-C P2 Electric opening
DEC-M P2 Electric opening

966 1017 1071 1060 1134 1265 1209 1360 2048 1523 2756

DEC-C U8 (VSG)
Electric opening
DEC-M U8 (VSG)
Electric opening

1390 1532 1615 1655 1839 2151 2042 2369 - 2613 -

-	Fixed, designed for places that 
do not require ventilation or 
access to the outside.

-	Opened manually by means 
of ZSD control rod of 220 cm 
(included)

-	330 cm ZSD telescopic control 
rod is optional

-	Electrically opened with Wireless 
Z-Wave system invisible when 
closed.

-	Included in the kit: transformer 
ZZ60h, remote control ZRH12, 
rain sensor ZRD.

-	Sash tits 15cm.

- Immediate Delivery Time

- Check Delivery Time
Prices in Euros valid
from 15/06/2021 IVA NOT INCLUDED

Available in SECURE version with P4 glazing in fixed and 
manual version.
The SECURE version is equipped with:
- Additional screws that secure the profiles that fix the 

glazing
- Glazing with P4A class laminated glass
- Reinforcements inside the profiles of the elements that fix 

the sash
- The Secure window complies with class 2 of anti-intrusion 

RC 2 according to the European standard EN 1627

| 



Lots of 
Natural Light

DXG
DMG
DEG

G-Type Windows for Horizontal Roofs

P2

RESISTANCE TO THE HIT Class 5 - 950 mm

THERMICAL TRANSMITTANCE
[W/m2K] / Urc [W/m2K] 0,92

SOUND INSULATION Rw [dB] 36(-1;-4)

LIGHT TRANSMISSION tv [%] 64

AIR PERMEABILITY Class 4

1.	 Provide a lot of natural light to the interior under the horizontal roof.
2.	 The design of the D_G window is based on the solutions applied in the construction of the type C window. The window is 

equipped with a glazing module composed of P2 safety glazing plus a 4 mm glass.The window frame is manufactured with 
PVC multi-chamber profiles filled with a thermal insulation material. The heat transmission coefficient for the entire window is 
Uw=0.92 W/m2 K according to EN 14351-1.

3.	 The D_G Windows are equipped with a two-glass P2 safety glazing with the P2A class laminated inner sheet. Available on 
request with P4 anti-intrusion glass with class P4A laminated interior glass.

4.	 In addition to the standard 11 dimensions, the D_G window can be custom-made (within the range of 60x60 – 120x220 cm)
5.	 Compatible with ARF/D and APF/D interior curtains.
6.	 Windows can be mounted on an additional base XRD15, for horizontal roof windows, raise the D_G 15,30 or 45 cm where it is 

necessary, for example, on landscaped roofs.
7.	 Thanks to the patented water drainage system it is suitable for roofs with inclination between 5º and 15º for sizes 140x140, 

120x220 and between 2º and 15º for others.
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Horizontal roof windows

Size [cm]

Glass area [m2]

60x60

0,23

60x90

0,37

70x70

0,33

80x80

0,46

90x90

0,6

90x120

0,83

100x100

0,77

120x120

1,16

140x140

1,63

100x150

1,21

120x220

2,23
DXG P2 Fixed 560 631 640 668 742 887 828 999 1357 1087 1829

DMG P2 Secure Manual opening 665 746 765 789 879 1060 978 1192 1739 1446 2192

DEG P2 Electric opening 1071 1134 1190 1206 1259 1381 1318 1538 2325 1628 3128

- Immediate Delivery Time

- Check Delivery Time
Prices in Euros valid
from 15/06/2021 IVA NOT INCLUDED

-	Fixed, designed for places that do 
not require ventilation or access to 
the outside.

-	Opened manually by means 
of ZSD control rod of 220 cm 
(included)

-	330 cm ZSD telescopic control rod 
is optional ZSD de 220 cm

-	 Electrically opened with Wireless 
Z-Wave system invisible when 
closed.

-	 Included in the kit: transformer 
ZZ60h, remote control ZRH12, rain 
sensor ZRD.

-	Sash tits 15 cm.

| 



Innovative
Design

D_Z-A
D_Z-B

1	- Provide a loto f natural light to the interior under the horizontal cover.
2	- The window is equipped with a glazing module composed of P2 safety glazing plus a 4 mm glass.
   The window frame is manufactured with PVC multi-chamber profiles filled with a thermal insulation material. The heat trans-

mission coefficient for the entire window is Uw=0.95 W/m2 K according to EN 14351-1.
3	- The D_Z Windows are equipped with a two-glass P2 safety glazing with the P2A class laminated inner sheet. 
4	- Compatible with ARF/D and APF/D.
5	- Windows can be mounted on an additional base XRD15, for horizontal roof windows, raise the D_Z 15,30 or 45 cm where it 

is necessary, for example, on landscaped roofs.
6	- Thanks to the patented water drainage system it is suitable for roofs with inclination between 5º and 15º for sizes 140x140, 

120x220 and between 2º and 15º for others.

Z-Type Windows for Horizontal Roofs

P2

RESISTANCE TO THE HIT Class 3 - 450 mm

THERMICAL TRANSMITTANCE
[W/m2K] / Urc [W/m2K] 0,95

SOUND INSULATION Rw [dB] npd

LIGHT TRANSMISSION tv [%] 69

AIR PERMEABILITY Class 4
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Z-Type Windows for Horizontal Roofs

Size [cm]

Glass area [m2]

60x60

0,23

60x90

0,37

70x70

0,33

80x80

0,46

90x90

0,6

90x120

0,87

100x100

0,77

120x120

1,16
DXZ-A P2 Fixed 819 925 950 986 1080 1237 1163 1490

DMZ-A P2 Manual opening 914 1026 1055 1083 1204 1425 1340 1604

DEZ-A P2 Electric opening 1176 1422 1365 1533 1717 1919 1856 2260

DXZ-B P2 Fixed 625 704 713 746 830 990 926 1177

DMZ-B P2 Manual opening 746 834 855 884 986 1186 1093 1384

DEZ-B P2
Electric opening 1071 1178 1246 1274 1451 1689 1574 1925

The D Z-A version is a superior class product with high 
thermal insulation performance.
- The high quality and parameters are characterized by the 

high esthetics of the glass segment realization.
- Profiles have a rounded finish and invisible seams.
- The interior finish is white PVC.
- The 50 mm glass edge is black and the glued glass 

technology gives a modern look and fits perfectly with 
the architectural design requirements. The window is 
equipped with a double anti-theft P2 laminate.

-	Availablel versions:
-	DEZ-A – electrical opening with Z-Wave home 

automation system.
-	DMZ-A – manual opening.
-	DXZ-A – fixed

- The D Z-B version has a high thermal insulation 
performance and very good parameters at an attractive 
price.

- The D Z-B type is an economical version of the A type for 
tighter construction budgets .

- The outer profiles are terminated directly and joined with 
rivets.

  The interior finish is white PVC.
  The window is equipped with anti-intrusion P2 laminated 

glass
  Available in versions:
- DEZ-B – electric opening with Z-Wave domotic system.
- DMZ-B – Opening

- Immediate Delivery Time

- Check Delivery Time
Prices in Euros valid
from 15/06/2021 IVA NOT INCLUDED
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Walkable Window

Contemporary
Design

DW6

RESISTANCE TO THE HIT Class 5 - 950 mm

THERMICAL TRANSMITTANCE
[W/m2K] / Urc [W/m2K]

0,7

SOUND INSULATION Rw [dB] npd

LIGHT TRANSMISSION tv [%] npd

AIR PERMEABILITY Class 4

1

3

2

4

65

DW6

DXW

1.	 The frame of the flat roof window is constructed of multi-chamber PVC profiles filled with insulation material. The upper part of 
the window comes with an innovative flat glazing unit.

2.	 A special design with increased load capacity and non-slip coating ensures that you can walk freely on flat roofs and terraces.
3.	 The window comes with passive, double-chamber glazing until with a U-value of 0.70 W/m2K. The termal transmittance 

coefficient of the glazing is Ug= 0,5 m2 /K. The DW6 walk-in glass is laminated both on the inside (66.2T) with 2 glasses of 
6mm thick, and on the outside (888,44) with 3 glasses of 8 mm thinck.

4.	 Compatible with ARF/D and ARF/D Z-Wave interior accessories.
5.	 Windows can be mounted on an additional base XRD/W15, for horizontal roof window, raise the DXW 15, 30 o 45 cm where it 

is necessary, for example, on landscape roof.
6.	 The DXW window is suitable for roofs with inclination between 0º and 15º.
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Walkable Window
Size [cm]

Glass area [m²]

60x60

0,23

60x90

0,37

70x70

0,33

80x80

0,46

90x90

0,6

90x120

0,83

100x100

0,77

120x120

1,16
DXW DW6
Fixed 1679 1850 1949 2000 2222 2624 2467 3060

DXW

- The non-slip surface allows walking on the terrace and window.
- Improved load capacity.
- Innovative glass fixing method
- High resistance to theft thanks to a reinforced structure.
- Passive glazing with the coefficient Uw = 0,70 W/m2 K according TO EN 14351-1.
- Modern design and high quality finish
- Quick and easy installation

- Check Delivery TimePrices in Euros valid
from 15/06/2021 IVA NOT INCLUDED
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Access to 
Horizontal Roof

DRF
DRC

Windows Exit to Horizontal Roofs

DRD DU6 DRF DU8 DRC P2

RESISTANCE TO THE HIT Class 5 - 950 mm Class 5 - 950 mm SB 1200

THERMICAL TRANSMITTANCE
[W/m2K] / Urc [W/m2K] 0,74 0,69 0,93

SOUND INSULATION Rw [dB] 38 (-1;-3) 38 (-1;-3) 38 (-1;-3)

LIGHT TRANSMISSION tv [%] 54 49 npd

AIR PERMEABILITY Class 4 Class 4 Class 4

1.	 Special hinges and a functional opening system allow easy sheet opening up to 80° for sizes 90x90 and 100x100; and up to 
65° for sizes 90x120 and 120x120.

2.	 The DRF window, at the top, has innovative flat glazing, while the DRC window incorporates a resistant polycarbonate dome.
3.	 Availabre in three versions:
        la - The DRF window is equipped with energy saving triple glazing - DU6 - Uw = 0,74 W/m2 K (according TO EN 14351-

1:2006 A2:2016) and DU8 - Uw = 0,69 W/m2K (according TO EN 14351-1:2006 A2:2016).
        The DRC window is equipped with safety glazing - P2 - U=0,93 W/m2 K wg EN 1873:2005
4.	  Window can be mounted on an additional base XRD/W15, for horizontal roof window, raise the Windows 15, 30 o 45 cm 

where it is necessary, for example, on landscape roof.
5.	 The structure of the window allows the installation of accessories for both the interior and exterior.
6.	 The horizontal cover window type C is suitable for covers with a tilt of between 0 and 15º, and the window type F between 2 

and 15º, or from 0º using the XRD/A base, available separately (see page 91).
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Horizontal roof exit windows
Size [cm]

Glass area [m2]

90x90

0,6

90x120

0,83

100x100

0,77

120x120

1,16

DRF DU6 1550 1817 1689 1979

DRF DU8 2010 2357 2190 2567

DRC-C P2 1087 1250 1154 1350

DRC-M P2 1208 1365 1260 1470

- Window for output to horizontal cover with 
flat glass

- Thermal transmission coefficient depends 
on option:

  DRF DU6 -Uw = 0,74 W/m2K. DRF DU8 - 
Uw = 0,69 W/m2K.

- Compatible with the AMZ/F outer solar 
awning and ARF/D and APF/D darkening 
curtains

- Equipped with a ZBR lock to prevent 
unintentional closing of the window.

- Horizontal cover exit windows are 
available with transparent dome (C) or 
matte (M) with a UV protection film.

- Thermal transmittance coefficient Uw = 
0,93 W/m2K.

- Compatible with the AMZ/C Z-WAVE 
outer solar awning and ARF/D and APF/D 
darkening curtains.

- Immediate Delivery Time

- Check Delivery Time
Prices in Euros valid
from 15/06/2021 IVA NOT INCLUDED
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Matilla® horizontal roof window accessories combine their functionality and utility with an attractive decorative shape. The use 
of accessories for horizontal roof windows helps to control the light and protects the room against overheating. Accessories for 
horizontal roof windows provide the same functions as for Matilla® roof windows. The solar awning provides better protection 
against heat than interior accessories.

External Accessories for Horizontal Roof Windows

AMZ/F Solar
Exterior Awnings for Horizontal Roof 
Windows D_F (Except DSF)
- Effective reduction of excessive heat.
- Effectively shadows the interior while ensuring good 
visibility.

- Protects from reflections, so harmful and annoying in 
our daily lives.

- Protects against UV ingress.
- Reduces the sound produced by rain or hail.
- High wind resistance.
- Includes remote control

AMZ/C Z-Wave
Exterior Window Coverings D_C Dome
(Except DRC and DSC)
- Effective excessive heat reduction.
- Effectively shadows the interior while ensuring good 
visibility.

- Protects from reflections, so harmful and annoying in 
our daily lives.

- Protects against UV ingress.
- Reduces the sound produced by rain or hail.
- High WIND RESISTANCE.
  If the window is manual or fixed, you must obtain a 
transformer and a remote control.

Size [cm] 60x60 60x90 70x70 80x80 90x90 90x120 100x100 120x120 140x140 100x150 120x220

AMZ/F I Solar 089, 
090 550 546 564 564 576 585 576 600 758 700 894

AMZ/F II Solar 092 570 570 587 587 602 612 602 627 790 733 936

AMZ/C I Z-Wave
090 300 308 314 317 335 615 343 660 684 647 759

AMZ/C II Z-Wave 092 330 338 346 350 369 676 377 725 752 711 835

DXC, DMC, DEC
(between they version 

Secure)

DXF, DMF, DEF
(between they version 

Secure)
DXG, DMG, DEG

DXZ, DMZ, DEZ
(Between they version 

A y B)
DXW DRC DRF DRL DSC

DSF

Awning AMZ/C Z-Wave +* — — — — + 
(AMZ/CSolar)* — — —

Awning AMZ /F Solar — +* +* — — — +* — —

Compatibility of exterior accessories-windows for horizontal roofs

DXC, DMC, DEC
(between they version 

Secure)

DXF, DMF, DEF
(between they version 

Secure)
DXG, DMG, DEG

DXZ, DMZ, DEZ
(Between they version 

A y B)
DXW DRC DRF DRL DSC

DSF

Darkening curtain ARF/D + ** + ** + ** +* +* +* +* — —

Darkening curtain ARF/D 
Z-Wave — +*+ +** +* +* — — — —

Pleated curtain APF/D + * + * + * + * + * + * + * — —

 Compatibility of exterior accessories-windows for horizontal roofs

092

089 090

1

2
092

090

1

2
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Interior accessories control the amount and intensity of light entering the room. A wide variety of colors ensure decoration for
different styles.

Horizontal Cover Window Interior Accessories

ARF/D
Darkening curtain 

-	Gradual reduction of the entrance of light until the 
darkening.

-	Possibility of positioning the curtain at the desired height 
thanks to the side rails.

-	Aesthetic side rails hide the edges of the fabric.
-	Partial protection against heat from solar radiation.
-	Reduction of heat losses in the Winter months.
-	Moisture resistant.
-	  If the window is manual or fixed, it is necessary to obtain 
a transformer and a remote control to operate the Z-Wave 
version

APF/D
Pleated darkening curtain

-	Gradual reduction of the entrance of light until the darkening
-	Possibility of positioning the curtain at the desired height 
thanks to the side rails.

-	Ease of use duo to the upper and lower bar system.
-	Aesthetic side rails hide the edges of the fabric.
-	Partial protection against heat from solar radiation.
-	Reduction of heat losses in the Winter months 
-	Moisture resistant.

053

258

232

233

239

227

057

262

226

275

231

259

058

276

256

260

059

277

255 055 052 051 265

257

261

263

054

056

264

1

2
601

602

605

603

607

610

606

608

613

609

611

604

612

1

2

Size [cm] 60x60 60x90 70x70 80x80 90x90 90x120 100x100 120x120 140x140 100x150 120x220

ARF/D I 79 79 86 93 98 107 107 112 131 - -

ARF/D I Z-Wave 265 265 271 273 281 287 287 309 - 310 -

ARF/D II 103 103 110 120 125 139 139 144 158 - -

ARF/D II Z-Wave 290 290 299 301 309 313 313 338 - 363 -

APF/D I 112 112 121 132 138 153 153 160 188 166 319

APF/D II 134 134 145 156 162 182 182 188 208 188 377

- Immediate Delivery Time

- Check Delivery Time
Prices in Euros valid
from 15/06/2021 IVA NOT INCLUDED
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Exit to roof

DRL

Flat roof Access door

1.	 Frame with height of 15 cm and sheet made with PVC multi-chamber profiles.
2.	 A sandwich panel thermal Hatch, with a Uw thermal coefficient of 0,67; of several layers covered by the exterior with aluminum in 

RAL 7022 color and equipped with rubber seals. The sheet opens up to 60º. The gas springs facilitate the opening and closing of 
the hatch and also allow it to be kept in the open position. La cinta antideslizante en la parte exterior del marco permite el acceso 
seguro a la cubierta horizontal. The non-slip tape on the outside of the frame allows safe access to the horizontal cover.

3.	 Possibility of attaching different types of Matilla® ladder the same size as the hatch, the most recommends being the LML ladder.
4.	 The hatches can be installed on an additional XRD/W base with a height of 15 cm, which raises the hatch and allows its 

installation on landscaped roof (plants or grass). Possibility of mounting the ZBR lock that prevents accidental closure of the 
hatch.

5.	 It is suitable for roofs with inclination between 0 and 5 degrees. 
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DRL hatch for horizontal window
Dimensiones de hueco A x B [cm]
Dimensiones exteriores de marco S x L [cm]

60x120

80x165

70x120

90x165

70x130

90x175

70x140

90x185

86x130

106x175

92x130

112x175
DRL 1155 1189 1224 1258 1311 1334

LML /280 610 631 659 687 898 996

-	Mounted on the roof surface.
-	The whole structure is insulated

  Conjunto recomendado por Matilla® para 
facilitar el acceso a cubiertas

-	Can be installed in the opening under the 
DRL roof access door.

-	Mechanism to support unfolding and 
folding the ladder.

-	Additional tread in the box.
-	Wide (13 cm) anti-slip treads.
-	Extendable tacos that allow you to adjust 

the height of the ladder.

- Immediate Delivery Time

- Check Delivery Time
Prices in Euros valid
from 15/06/2021 IVA NOT INCLUDED

| 



Polígono Industrial Sector 20
Av. Mare Nostrum, 193
04009 Almería | España
Tel. +34 950 26 61 81
www.claraboyas.es

e-mail: info@claraboyas.es
 

PLÁSTICOS Y CLARABOYAS MATILLA, S.L reserves the right to modify 
the specifications of your products during the term of this catalog. 

The colors of this rate may be different from the real ones.
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